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1. Introduction

This document is the Radiation Protection Program (RPP) for design and construction activities for the
River Protection Project — Waste Treatment Plant (RPP-WTP) project located at the US Department of
Energy (DOE) Hanford Site. As used in this document, the RPP is the radiation protection program
document for achieving compliance with the requirements of Title 10 Code of Federal Regulations
(CFR) 835, “Occupational Radiation Protection”. Pursuant to 10 CFR 835.101(g)(2), arevision to the
RPP must be submitted to DOE before commencement of the WTP construction activities.

The RPP is developed and submitted for regulatory approval in stages corresponding to the status of the
RPP-WTP project. This RPP submittal, while retaining the plans and measures implemented previousy
during the design phase, includes plans and measures for achieving compliance with the requirements of
10 CFR 835 that are applicable to the RPP-WTP construction phase. An additional revision will be
required prior to commencement of operations.

2. RPP Document Organization

The RPP provides a description of the plans and measures for achieving compliance with the
requirements of 10 CFR 835. Descriptions within this document may include references to DOE
Implementation Guides or other industry standards. Where applicable, mandatory or optiona use will be
noted for each reference cited for guidance.

A matrix of each 10 CFR 835 requirement and the plans and measures for achieving compliance with that
specific requirement is contained in Appendix A, WTP Compliance with 10 CFR 835 Requirements
(Design and Construction Phase). The matrix includes plans and measures described in the Tank Farms
Radiologica Control Manua (TFRCM) and/or various RPP-WTP programs, as appropriate.

3. Purpose

The purpose of this RPP is to describe the plans and measures for achieving compliance with 10 CFR 835
requirements. Nothing in this RPP, the TFRCM, and/or in any implementing document shall be
construed as limiting actions that may be necessary to protect health and safety.

4. Applicability

This RPP is applicable to facility design and construction activities. Construction activities include final
determination of al facility design features and complete construction of all facilities and associated
services in accordance with design specifications.

1 Compliance with US Department of Energy I mplementation Guides is not mandatory. Acknowledging their use
or other guidance documents, as noted in the Bibliography, in the preparation of this RPP does not make
compliance with these guides, or other referenced documents, enforceable.
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Construction activities (limited construction and construction authorization activities are collectively

referred to as “ construction” activities throughout this document) performed by CHG or its subcontractors
include:

sSite preparation work

Site excavation work

structure construction and fabrication

Site radiological monitoring

posting and control of radiological areas

cleanup and disposal of detected radioactive materias

facility testing and evaluation up to the point where the WTP receives radioactive feed materias

All RPP-WTP activities shal be conducted in compliance with a documented RPP as approved by the
DOE. CHG shall not initiate any task outside the scope of this RPP until an update of the RPPis
approved by DOE.

5. Graded Approach

5.1. Discussion

The 10 CFR 835 consists primarily of highly prescriptive worker safety requirements that establish the
radiation protection standards, limits, and program requirements for protecting individuals from ionizing
radiation resulting from the conduct of DOE activities. These very specific requirements are not subject
to a graded approach. However, the rule also contains eight requirements that are “ performance-based”
(that is, specify an end result without prescribing what is necessary to achieve the desired results), and ten
others that require aterminology clarification in order to clearly establish the intent and scope of the
requirement.

For the purpose of this RPP, a graded approach is achieved either through the inclusion of clarifying
terminology, or through the incorporation of narrative text which describes those CHG commitments
considered appropriate to meet performance-based requirements. These additions are incorporated into
Appendix A.

5.2.  Summary of Requirements Subject to a Graded Approach

Requirements determined to be suitable for a graded approach through a performance-based approach,
(Table 1) or through the use of clarifying definitions, (Table 2) are listed in the following tables.
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52.1. Graded Approach (8 Total)

The following table includes those non-prescriptive, performance-based requirements that are subject to a
graded approach through the incorporation of additional provisions including narrative text, references to
controlling technical bases and program documents, or other technical standards deemed sufficient to
establish the commitment bases mandated by the requirements. Appendix A (WTP Project Compliance
with 10 CFR 835 Requirements) contains a listing of these provisions. The graded approach is based on
considerations of the magnitude of the hazard, the complexity of the situation, and the length of time the
Situation will exist.

Table 1. Requirements Subject to a Graded Approach

Requirement | 10 CFR 835
Number Section Discussion

21 103 CHG will apply the graded approach in the implementation of CHG Radiation
Protection Program procedures for this functional area.

2 104 CHG will apply the graded approach in the implementation of CHG Radiation
Protection Program procedures for this functional area.

413 401(a) The requirements of Section 835.401 are subject to the graded approach through
criteria established by CHG’ s monitoring program. The program establishes
administrative records for tracking and trending radiological conditions based on
routine tasks (radiation survey reports). Task descriptions and work documents
specify the frequency of radiological surveys. Workplace air sampling program
defines criteriafor use of continuous air monitors.

101-103 901(c) CHG will apply the graded approach in the implementation of CHG Radiation
Protection Program procedures for this functional area. Note the application of
section 901(c) graded approach is also referenced in requirements 101

through 103.

105 901(e) CHG will apply the graded approach in the implementation of CHG Radiation
Protection Program procedures for this functional area.

117 1102(a) Establishment of “appropriate controls’ to prevent inadvertent transfer of
removabl e radioactive contamination to locations outside radiological areas
under normal operating conditionsis subject to a graded approach that balances
the relevant factors such as environmental and biological vectors. CHG will
maintain a contamination control program to monitor and control radioactive
contamination.?

5.22. Terminology Clarifications (10 Total)

Those requirements determined to be suitable for a graded approach through the incorporation of
terminology clarifications include the following. Appendix A (WTP Project Compliance with

10 CFR 835 Requirements) contains these clarifications as an integra part of establishing CHG's
commitment basis.

2|_etter, J D Wagoner, RL, to Dr. A L Trego, WHC, REQUEST FOR EXEMPTION OF DOE NUCLEAR SAFETY
RULE 10CFR 835.404(b), dated August 23, 1995. [Note: Referenced in HNF-SP-1145, Rev 2 and maintained for
historical reference. 1998 amended rule moved requirement from 10 CFR 835.404(b) to 10 CFR 835.1102(b).]
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Table 2. Requirements Subject to Terminology Clarifications

Requirement
Number

10 CFR 835
Section

Terminology Clarification

13

101(c)

“Commensurate with the nature of the activities performed” isthe nature of
those activities, described in Section 4.0, that are performed by CHG, its
subcontractors, and suppliers at CHG-managed facilities and activities.

101(h)

“Changes that decrease the effectiveness of the RPP” are those changes which,
if implemented, may result in unnecessary increases in occupational exposure or
loss of control of radioactive materials without a corresponding increase in the
scope or effectiveness of radiological work activities performed. CHG will
apply the guidelines of DOE G 441.1-1, Section 4, paragraph 3, March 1999,
when making this determination.

37

206(b)

CHG will apply the guidance of DOE G 441.1-6, “Evaluation and Control of
Radiation Dose to the Embryo/Fetus Guide” of 29April 1999, Section 4.2
guideline statement to maintain declared pregnant worker fetus dose below
50 mrem per month.

402(a)(1) to (4)

“Arelikely to receive” recognizesthat professional judgment and experience
will be used in making decisionsin specific circumstances. [DOE G 441.1-1,
Section 4., paragraph 5, March 1999.]

47

402(c)(1) to (4)

Workers who “are likely to receive” recognizes that professional judgment and
experience will be used in making decisions in specific circumstances.
[DOEG 441.1-1, Section 4., paragraph 5, March 1999.]

49

403(a)(1)

“Anindividual islikely to receive” recognizes that professional judgment and
experience will be used in making decisions in specific circumstances.
[DOEG441.1-1, Section 4, paragraph 5, March 1999.]

82

702(e)

“Reasonabl e efforts shall be made” means at least 3 attempts to obtain exposure
information as recommended by Occupational Protection Record-Keeping and
Reporting Guide, DOE G441.1-11, Section 4.1.1.4 of May 1999.

91

704(b)

“Actionstaken to maintain...” means the seven essential elements of an
occupational ALARA program, as specified in the Implementation Guide,
“Occupational ALARA Program Guide’, DOE G 441.1-2, Rev 1,

March 17, 1999.

132

1302(a)

“Risk...shall be minimized” means, if aternative actions are available to meet
emergency heeds, then adopting the action with the lowest assessed risk of
significant personnel injury shall take precedence over property loss
considerations.

136

1304(a)

“Installations possessing sufficient quantities of fissile material to potentially
constitute a critical mass’ means asidentified in the facility specific authorization
document based on DOE 5480.23 dated 10 March 1994.
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6. RequirementsMatrix

The matrix contained in Appendix A specifically addresses al requirements and provisions contained in
10 CFR Part 835. Each Rule requirement is restated verbatim in the matrix, and is accompanied by
sufficiently detailed information to establish CHG’'s commitment basis for that requirement.

The specific measures, identified to achieve compliance, are selected to be commensurate with CHG
activities. In some instances, the top-level controlling document references are supplemented by narrative
text and/or clarifying definitions. The combination of references and supplemental text contained in this
meatrix defines CHG's commitment basis to DOE. The matrix column titled “other implementing
provisions’ includes clarifications, supplemental policy statements, referencesto Technical Basis
Documents, and any other supplementa information used to clearly define CHG’s commitment basis.

For those requirements where programmeatic commitments are listed, the committed aspects of the
identified program are limited to those e ements essential to ensuring compliance with the regulatory
requirement.

Nothing in this matrix is intended to deviate from the intent of 10 CFR 835. Where inconsistencies exist
between the TFRCM and 10 CFR 835, the specific Articles listed are intended to demonstrate policy
consistent with the intent of the Rule.

The word “shall” when followed by [835.XX X] identifies those elements that are directly attributable to a
requirement from 10 CFR 835. These requirements are mandatory and will be followed as written. The
word “shall” when followed by [XXXXX] identifies those elements that are a requirement from another
federa or state regulation, DOE Order, or other requirements document as indicated by the reference in
the bracket. The word “shall” when followed by [HNF] identifies those elements and requirements that
have been agreed to by the CHG and DOE-ORP as necessary for consistency in the implementation of
radiological controls. Compliance with these requirements is mandatory unless an exemption is obtained
from DOE and/or the appropriate regulatory agency in accordance with TFRCM Article 113.

Where the word “should” appearsin referenced TFRCM Atrticles, for the purpose of this RPP, this means
the contractor has the responsibility either to implement the cited provision exactly, or demonstrate the
technical equivalency of an alternative approach in accordance with the provisions of TFRCM

Article 113. Each referenced TFRCM article containing a “should” statement will be implemented as
written, or the CHG Radiological Control Program will have prepared and implemented an aternative
approach, consistent with TFRCM Avrticle 113 and 10 CFR 835 Section 101(h).

Where the verbiage of areferenced TFRCM Article is either modified or excerpted in order to more
clearly capture the specific intent of the Rule requirement, such modification or excerpting is noted in
parentheses in the matrix.
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Appendix A

WTP Project Compliance with 10 CFR 835 Requirements

(Design and Construction Phase)
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Requirement# 10 CFR 835 Citation

Policy and Commitment Basis

Tank FarmsRadiological Control Manual, HNF-5183, RevO | Other Implementing Provisions

Subpart A General Provisions

1 Sec. 835.1(a)

General. Therulesin this part establish radiation protection
standards, limits, and program requirementsfor protecting
individuals from ionizing radiation resulting from the conduct of
DOE activities.

DOE Administrative. Thisisa
provision not arequirement.

2 Sec. 835.1(b)

Exclusion. Except as discussed in paragraph (c) of this section, the
requirementsin thispart do not apply to:

(1) Activitiesthat areregulated through alicense by the Nuclear
Regulatory Commission or a State under an Agreement with the
Nuclear Regulatory Commission, including activities certified
by the Nuclear Regulatory Commission under Section 1701 of
the Atomic Energy Act;

(2) Activitiesconducted under the authority of the Director, Naval
Nuclear Propulsion Program, as described in Pub. L. 98-525;

(3) Activitiesconducted under the Nuclear Explosives and Weapons
Surety Program relating to the prevention of accidental or
unauthorized nuclear detonations;

(4) Radioactive material transportation as defined in this part;

(5) DOE activities conducted outside the United Stateson territory
under thejurisdiction of aforeign government to the extent
governed by occupational radiation protection requirements
agreed to between the United States and the cognizant
government; or

(6) Background radiation, radiation doses received as a patient for
the purposes of medical diagnosisor therapy, or radiation doses
received from participation as asubject in medical research
programs.

Article 112.2 (excerpt and modified) CHG acceptsthe exclusions of

“Except asdiscussed in this Article, these requirements do not §835.1(b) aswritten.

apply to:

a. Activitiesthat areregulated through alicense by the Nuclear
Regulatory Commission or a State under an Agreement with
the Nuclear Regulatory Commission, including activities
certified by the Nuclear Regulatory Commission under
section 1701 of the Atomic Energy Act.”

b. Activitiesconducted under the authority of the Director,
Naval Nuclear Propulsion Program as described in Public
Law 98-525.”

c. Activitiesconducted under the Nuclear Explosivesand
Weapons Surety Program relating to the prevention of
accidental or unauthorized nuclear detonations.”

d. Radioactive material transportation as defined in the glossary
of thismanual.”

e. DOE activities conducted outside the United Stateson
territory under the jurisdiction of aforeign government to the
extent governed by occupational radiation protection
reguirements agreed to between the United States and the
cognizant government; or”

f.  Background radiation, radiation doses received as a patient
for the purposes of medical diagnosisor therapy, or radiation
doses received from participation as a subject in medical
research programs.”
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Requirement# 10 CFR 835 Citation

Policy and Commitment Basis

Tank FarmsRadiological Control Manual, HNF-5183, Rev0

Other Implementing Provisions

3 Sec. 835.1(c)

Occupational dosesreceived as aresult of excluded activitiesand
radioactive material transportation, aslisted in paragraphs (b)(1)
through (b)(5) of thissection, shall be considered when determining
compliance with the occupational dose limits at §§ 835.202

and 835.207, and with the limitsfor the embryo/fetus at § 835.206.
Occupational doses resulting from authorized emergency exposures
and planned special exposures shall not be considered when
determining compliance with the dose limits at 88§ 835.202

and 835.207.

Article 213.1 (excer pt and modified)

“All occupational dosesreceived during the current year, except
doses resulting from planned special exposures conducted in
compliance with Article 213.3 and emergency exposures
authorized in accordance with Article 213.4, shall [835.202(b)] be
included when demonstrating compliancewith Table 2-1,
occupational dose limitsfor general employees and minors.

Occupational dosesreceived asaresult of excluded activitiesand

radioactive material transportation, aslisted in Article 112.2 (a-€),
shall [835.1(c)] be considered when determining compliance with
the occupational doselimitsin Table 2-1and Article 215.”

4 Sec. 835.2

Definitions.

CHG acceptsthe definitions of section
§ 835.2 as written. Thedefinitionsin
this section shall be used in documents
and programsthat implement
requirements of 10 CFR 835, where
the definitionisused in thetext of this
rule.

5 Sec. 835.3(a) General rule.

No person or DOE personnel shall take or causeto be taken any
action inconsistent with the requirements of:

(1) Thispart;or

(2) Any program, plan, schedule, or other process established by
thispart.

Article 113.1 (excerpt)

“No person or DOE personnel shall take or cause to be taken an
action inconsistent with the requirements of:

(1) 10 CFR 835; or

(2) Any program, plan, schedule, or other process established by
10 CFR 835.”

6 Sec. 835.3(b)

With respect to a particular DOE activity, contractor management
shall be responsible for compliance with the requirements of this part.

Article 113.1 (excer pt)

“With respect to a particular DOE activity, contractor management
shall [HNF] be responsible for compliance with the requirements
of [10 CFR 835].”

7 Sec. 835.3(c)

Wherethereisno contractor for aDOE activity, DOE shall ensure
implementation of and compliance with the requirements of this part.

Thisisaprovision applicableto DOE.
The scope of this Radiation Protection
Program is limited to contractor
activities. (See Section 4,
applicability).
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Policy and Commitment Basis

Requirement# 10 CFR 835 Citation

Tank FarmsRadiological Control Manual, HNF-5183, Rev0

Other Implementing Provisions

8 Sec. 835.3(d)

Nothing in this part shall be construed aslimiting actionsthat may be
necessary to protect health and safety.

Article 113.1 (excer pt and modified)

“Nothing inthe TFRCM shall [835.3(d)] be construed aslimiting
actionsthat may be necessary to protect health and safety.”

9 Sec. 835.3(¢)

For those activities that are required by 88 835.102, 835.901(¢),
835.1202(a), and 835.1202(b), thetime interval to conduct these
activities may be extended by aperiod not to exceed 30 daysto
accommodate scheduling needs.

Article 113.1 (excerpt)

“For those activitiesthat are required by Articles 134, 431,
and 613, thetimeinterval to conduct these activities may be
extended by aperiod not to exceed 30 days to accommodate
scheduling needs.”

10 Sec. 835.4 Radiological units

Unless otherwise specified, the quantities used in the records required
by thispart shall be clearly indicated in special unitsof curie, rad,
roentgen, or rem, including multiples and subdivisions of these units.
The Scientific International (SI) units, Becquerel (Bq), gray (Gy), and
sievert (Sv), areonly provided parenthetically in this part for
referencewith scientific standards.

Article 713.1.f (excer pt and modified)

“Unless otherwise specified, the quantitiesused in theradiol ogical
control records required by this RPP shall [835.4] be clearly
indicated in special units of curie, rad, roentgen, or rem, including
multiplesand subdivisionsof these units. The Sl units, becquerel
(BQq), gray (Gy), and sievert (Sv), areonly provided
parenthetically in this part for reference with scientific standards.

Subpart B Management and Administrative Requirements

11 Sec. 835.101(a)
Radiation protection programs

A DOE activity shall be conducted in compliance with adocumented
RPP as approved by the DOE.

Upon DOE approval, this RPP
establishesthedocumentationto
implement § 835.101(a) aswritten.

The RPP will be managed and
controlled through the establishment
of appropriate administrative measures
through the WTP document control
system.

12 Sec. 835.101(b)
The DOE may direct or make modificationsto a RPP.

Thisisaprovision and not a
requirement. CHG accepts provision
§835.101(b) aswritten.

13 Sec. 835.101(c)

The content of each RPP shall be commensurate with the nature of
the activities performed and shall include formal plans and measures
for applying the aslow asreasonably achievable (ALARA) process
to occupational exposure.

CHG’ sapproved RPP establishesthe
documentation to implement

§ 835.101(c) as written. The RPP will
be managed and controlled through
the establishment of appropriate
administrative measures through the
CHG document control system.
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Requirement# 10 CFR 835 Citation

Policy and Commitment Basis

Tank FarmsRadiological Control Manual, HNF-5183, Rev0

Other Implementing Provisions

“Commensurate with the nature of the
activitiesperformed” isthe nature of
those activities performed by CHG, its
subcontractors, and suppliersat
CHG-managed facilities and activities.

This requirement isimplemented
through PL-W375-NS00005,
RPP-WTP ALARA Program, which
addressesthe seven essential elements
of ALARA programs.

Part of ALARA Implementation
Guide, “ Occupational ALARA
Program Guide,” DOE G 441.1-2 of
17 March 1999 includes seven
essential elementsof ALARA
Program — Policy and M anagement
Commitment; ALARA Training;
Plans, and Procedures; Internal
Assessments/Audits; ALARA Design
Review; Radiological
Work/Experiment Administration and
Planning; and Records.

14 Sec. 835.101(d)

The RPP shall specify the existing and/or anticipated operational
tasksthat areintended to be within the scope of the RPP. Except as
provided in Sec. 835.101(h), any task outside the scopeof a RPP

shall not beinitiated until an update of the RPP is approved by DOE.

See Applicability section of Radiation
Protection Program, (Section 4). The
RPP will be managed and controlled
through the WTP document control
system.

If any radiological activitiesare
determined to be outside the RPP
scope (as defined in Section 4), except
asprovided in § 835.101(h), CHG
shall obtain DOE approval of a
revised RPP. The RPP will be
managed and controlled through the
WTP document control system.
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Requirement# 10 CFR 835 Citation

Policy and Commitment Basis

Tank FarmsRadiological Control Manual, HNF-5183, RevO | Other Implementing Provisions

15 Sec. 835.101(€)

The content of the RPP shall address, but shall not necessarily be
limited to, each requirement in this part.

Upon DOE approval, this RPP
implements 8§ 835.101(€) as written.
The RPP will be managed and
controlled through the WTP document
control system.

16 Sec. 835.101(f)

The RPP shall include plans, schedules, and other measures for
achieving compliance with regulations of thispart. Unlessotherwise
specified in this part, compliance with amendmentsto this part shall
be achieved no later than 180 days following approval of the revised
RPP by DOE. Compliance with the requirements of § 835.402(d) for
radiobioassay program accreditation shall be achieved no later than
January 1, 2002.

Thismatrix providesWTP plansand
measures for achieving compliance
with the requirements of 10 CFR 835.
Following approval by DOE, this RPP
will beimplemented within 180 days
or prior to start of WTP construction
activities, whichever occursearlier.

17 Sec. 835.101(g)
An update of the RPP shall be submitted to DOE:
(1) Whenever achange or an addition to the RPP is made;

(2) Priortotheinitiation of atask not within the scope of the RPP;
or

(3) Within 180 days of the effective date of any modificationsto
thispart.

CHG accepts requirement
§835.101(g)(1) aswritten. The RPP
will be managed and controlled
through the establishment of
appropriate administrative measures
through the WTP document control
system.

18 Sec. 835.101 (h)

Changes, additions, or updates to the RPP may become effective
without prior Department approval only if the changes do not
decrease the effectiveness of the RPP and the RPP, as changed,
continues to meet the requirements of this part.

Proposed changes that decrease the effectiveness of the RPP shall not
be implemented without submittal to and approval by the
Department.

CHG accepts the requirement as
written.

“Changesthat decreasethe
effectivenessof the RPP” arethose
changes which, if implemented, may
result in unnecessary increasesin
occupational exposure or loss of
control of radioactive materials
without acorresponding increasein
the scope or effectiveness of
radiological work activities
performed. CHG will apply the
guidelines of DOE G 441.1-1,
Section 4, paragraph 3, March 1999,
when making this determination.
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The RPP will be managed and
controlled through the establishment
of appropriate administrative measures
through the WTP document control
system.

19 Sec. 835.101())

Aninitial RPP or an update shall be considered approved 180 days
after its submission unlessrejected by DOE at an earlier date.

CHG accepts requirement § 835.101(i)
aswritten. The RPP will be managed
and controlled through the
establishment of appropriate
administrative measures through the
WTP document control system.

20 Sec. 835.102
Internal audits

Internal audits of the radiation protection program, including
examination of program content and implementation, shall be
conducted through a processthat ensuresthat all functional elements
arereviewed no less frequently than every 36 months.

Article 134.1 (excer pt)

“Internal audits of the Radiological Protection Program including
examination of program content and implementation, shall
[835.102] be conducted through a process that ensures that all
functional elements are reviewed no less frequently than every 36
months.”

20 Sec. 835.102
Internal audits

Internal audits of the radiation protection program, including
examination of program content and i mplementation, shall be
conducted through a processthat ensuresthat all functional elements
arereviewed no less frequently than every 36 months.

Article 134.1 (excer pt)

“Internal audits of the Radiological Protection Program including
examination of program content and implementation, shall
[835.102] be conducted through a process that ensures that all
functional elements are reviewed no less frequently than every
36 months.”

The WTP Radiological Safety
Manager is responsible for ensuring
auditsof all functional elements of the
radiation protection program are
conducted no less frequently than
every 36 months.

21 Sec. 835.103

Education, training, and skills

Individuals responsible for developing and implementing measures
necessary for ensuring compliance with the requirements of this part
shall have the appropriate education, training, and skillsto discharge
these responsibilities.

Article 142.2

“The Radiological Control Manager shall [HNF] havethe
technical competence and experience to establish radiological
control programs and the supervisory capability to direct the
implementation and maintenance of radiological control
programs.”

Article 611 (excer pt & modified)

“Individuals responsible for developing and implementing
measures necessary for ensuring compliance with the requirements
of [10 CFR 835] shall [835.103] have the appropriate education,
training, and skillsto discharge these responsibilities.”
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22 Sec. 835.104

Written procedures

Written procedures shall be devel oped and implemented as necessary
to ensure compliance with this part, commensurate with the
radiological hazards created by the activity and consistent with the
education, training, and skills of theindividual s exposed to those
hazards.

Article 125.11 (excer pt and modified)

“Written procedures shall [835.104] be devel oped and
implemented as necessary to ensure compliance with 10 CFR 835,
commensurate with the radiol ogical hazards created by the activity
and consistent with the education, training, and skills of the
individuals exposed to those hazards.”

CHG shall develop and implement
procedures according to the
requirements established in the
procedure and document control
procedures.

Subpart C Standardsfor Internal and External Exposure

23 Sec. 835.202(a)
Occupational dose limitsfor general employees.

Except for planned special exposures conducted consistent with

§ 835.204 and emergency exposures authorized in accordance with
§835.1302, the occupational dose received by general employees
shall be controlled such that the following limits are not exceeded in
ayear:

@
@

A total effective dose equivalent of 5 rems (0.05 sievert);

The sum of the deep dose equivalent for external exposuresand
the committed dose equivalent to any organ or tissue other than
thelens of the eye of 50 rems (0.5 sievert);

©)
4

A lensof the eye dose equivalent of 15 rems (0.15 sievert); and

A shallow dose equivalent of 50 rems (0.5 sievert) to the skin or
to any extremity.

Article 213.1 (excer pt)

“Occupational doselimitsare provided in Table 2-1and shall
[835.202(a)] not be exceeded. Except for planned special
exposures conducted consistent with Article 213.3 and emerg ency
exposures authorized in accordance with Article 213.4, the
occupational dose received by general employeesshall
[835.202(a)] be controlled such that the limitsin Table 2-1 arenot
exceeded inayear.”

CHG implements the requirements of
section § 835.202 through the CHG
dosimetry program and through
subcontracted services.

24 Sec. 835.202(b)

All occupational dosesreceived during the current year, except doses
resulting from planned special exposures conducted in compliance
with § 835.204 and emergency exposures authorized in accordance
with § 835.1302, shall be included when demonstrating compliance
with 8§ 835.202(a) and 835.207.

Article 213.1 (excer pt)

“All Occupational doses received during the current year, except
doses resulting from planned special exposures conducted in
complianceArticle 213.3 and emergency exposures authorizedin
accordance with Article 213.4 shall [835.202(b)] beincluded
when demonstrating compliance with Table 2-1, occupational
dose limitsfor general employees and minors.”

Table 2-1 (excerpt)
“Summary of Dose Limits”

Table 2-1 Note 1 (excerpt)
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“Determinations of the effective dose equivalent shall
[835.203(b)] be made using the weighting factor val ues provided
inAppendix 2B.”

25 Sec. 835.202(c) Table 2-1 (excerpt)

Doses from background, therapeutic and diagnostic medical
radiation, and parti cipation as a subject in medical research programs
shall not beincluded in dose records or in the assessment of
compliance with the occupational dose limits.

Summary of Dose Limits
Table 2-1 Note 3 (excerpt)

“Doses from background, therapeutic and diagnostic medical
radiation, and participation asasubject in medical research
programs shall [835.202(c)] not beincluded in doserecordsor in
the assessment of compliance with the occupational dose limits.”

26 Sec. 835.203(a)
Combining internal and external dose equivalents

Thetotal effective dose equivalent during ayear shall be determined
by summing the effective dose equivalent from external exposures
and the committed effective dose equivalent from intakes during the
year.

Table 2-1 Note 1 (excerpt)

“Internal doseto thewholebody shall [835.203(a)] be calculated
as committed effective dose equivalent. The committed effective
dose equivalent isthe resulting dose committed to the whol e body
frominternally deposited radionuclides over a 50-year period after
intake.”

Table 2-1 Note 5

“Thetotal effective dose equivalent during ayear shall
[835.203(a)] be determined by summing the effective dose
equivalent from external exposures and the committed effective
dose equivalent from intakes during the year.”

TFRCM Glossary (excerpt):

Wholebody dose: “ The sum of the annual deep dose equivalent
for external exposures and the committed effective dose
equivalent for internal exposures’.

Total effective dose equivalent: “meansthe sum of the effective
dose equivalent (for external exposures) and the committed
effective dose equivalent (for internal exposures)”.

Deep dose equivalent: “means the dose equivalent derived from
external radiation at adepth of 1 cmin tissue”.

CHG implements the requirements of
section § 835.203 through the CHG
dosimetry program, and through
subcontracted services.
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27 Sec. 835.203(b)

Determinations of the effective dose equival ent shall bemade using
the weighting factor values provided in Sec. 835.2.

Table 2-1 Note 1 (excerpt)

“Determinations of the effective dose equivalent shall
[835.203(b)] be made using the weighting factor val ues provided
in Appendix 2B.

Appendix 2B (excer pt)

Weighting Factorsfor Organs and Tissues

28 Sec. 835.204(a)

Planned special exposures.

A planned special exposure may be authorized for aradiol ogical
worker to receive dosesin addition to and accounted for separately
from the doses received under the limits specified in Sec. 835.202(a),
provided that each of thefollowing conditionsis satisfied:

(1) Theplanned special exposureisconsidered only inan
exceptional situation when alternativesthat might prevent a
radiological worker from exceeding the limit in Sec. 835.202(a)
areunavailable or impractical;

(2) The contractor management (and employer, if the employer is
not the contractor) specifically requeststhe planned special
exposure, in writing; and

(3) Joint written approval isreceived from the appropriate DOE
Headquarters program office and the Secretarial Officer
responsiblefor environment, safety, and health matters.

Article 213.3 (excer pt)

“A planned special exposure may be authorized for aradiol ogical
worker to receive dosesin addition to and accounted for separately
from the doses received under the limitsfor general employees
specifiedin Table 2-1, provided that each of thefollowing
conditionsis satisfied:

- The planned special exposureisconsidered only inan
exceptional situation when alternativesthat might prevent a
radiological worker from exceeding the limitsin Table 2-1 are
unavailable or impractical;”

Article 722.12

“ Authorized emergency exposures and planned special exposures
shall [835.1301(b)] be accounted for separately, but maintained
with theindividual’ s occupational exposure records.”

Article 213.3.a(excerpt)

“The contractor management (and employer, if the employer isnot
the contractor) specifically requeststhe planned special exposure,
inwriting.”

Article 213.3.a(excerpt)

“Joint written approval is received from the appropriate DOE
Headquarters program office and the Secretarial Officer
responsiblefor environment, safety and health matters.”

CHG does not anticipate any planned
special exposures occurring. Should
circumstances occur whereaplanned
special exposurewould be required
the requirements of § 835.204 will be
followed.
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29 Sec. 835.204(b)

Prior to requesting an individual to participate in an authorized
planned special exposure, theindividual’sdose from all previous
planned special exposuresand all dosesin excess of the occupational
dose limits shall be determined.

Article 213.3.b

“Prior to requesting an individual to participatein an authorized
planned special exposure, theindividual’s dose from all previous
planned special exposures and all dosesin excess of the
occupational dose limits shall [835.204(b)] be determined.”

CHG does not anticipate any planned
specia exposures occurring. Should
circumstances occur whereaplanned
special exposurewould be required
the requirements of § 835.204 will be
followed.

30 Sec. 835.204(c)

Anindividual shall not receive aplanned special exposurethat, in
addition to the doses determined in Sec. 835.204(b), would resultina
dose exceeding the following:

1. Inayear, thenumerical values of the doselimits established at
§835.202(a); and

2. Overtheindividual’slifetime, fivetimesthe numerical values of
the dose limits established at § 835.202(a).

Article 213.3.c

“Anindividual shall [835.204(c)] not receive aplanned special
exposure that, in addition to the doses determined in
Article 213.3.b, would result in a dose exceeding the following:

- Inayear, the numerical values of the dose limits established at
Table 2-1for general employees; and”

- “Over theindividual’slifetime, five times the numeric al values
of the dose limits established at Table 2-1 for general employees.”

CHG does not anticipate any planned
special exposures occurring. Should
circumstances occur whereaplanned
special exposurewould be required
the requirements of § 835.204 will be
followed.

31 Sec. 835.204(d)

Prior to aplanned special exposure, written consent shall be obtained
from each individual involved. Each such written consent shall
include:

Article 213.3.d (excer pt)

“Prior to aplanned special exposure, written consent shall
[835.204(d)] be obtained from each individual involved. Each
written consent shall [835.204(d)]include:

CHG does not anticipate any planned
special exposures occurring. Should
circumstances occur whereaplanned
special exposurewould be required
the requirements of § 835.204 will be

(1) Thepurpose of the planned operations and proceduresto be —"“The purpose of the planned operationsand proceduresto be followed.
used; used;”
(2) Theestimated doses and associated potential risksand specific —"“The estimated doses and associated potential risksand specific
radiological conditions and other hazards which might be radiological conditions and other hazards which might beinvolved
involved in performing the task; and in performing thetask”.
(3) Instructionsonthe measuresto betaken to keep the dose —“Instructions on the measures to be taken to keep the dose
ALARA considering other risksthat may be present ALARA considering other risksthat may be present”.
32 Sec. 835.204(¢e) Article 213.3.e CHG does not anticipate any planned

Records of the conduct of aplanned special exposure shall be
maintained and awritten report submitted within 30 days after the
planned special exposure to the approving organizationsidentifiedin
Sec. 835.204(a)(3).

“Records of the conduct of aplanned special exposure shall
[835.204(€e)] be maintained and awritten report submitted within
30 days after the planned special exposure to the approving
organizationsidentified in Article 213.3(a).”

specia exposures occurring. Should
circumstances occur whereaplanned
special exposure would be required
the requirements of § 835.204 will be
followed.
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33 Sec. 835.204(f)

The dose from planned special exposuresisnot to be consideredin
controlling future occupational dose of theindividual under

Sec. 835.202(a), but isto be included in records and reports required
under this part.

Article 213.3.f (excer pt and modified)

“The dose from planned special exposuresisnot to be considered
in controlling future occupational dose of the individual under
Table 2-1, but isto beincluded in records and reports required by
10 CFR 835.”

Article 722.12

“ Authorized emergency exposures and planned special exposures
shall [835.1301(b)] be accounted for separately, but maintained
with the individual’ s occupational exposure records.”

CHG does not anticipate any planned
specia exposures occurring. Should
circumstances occur whereaplanned
special exposurewould be required
the requirements of § 835.204 will be
followed.

34 Sec. 835.205(a)
Determination of compliance for non-uniform exposure of the skin.

Non-uniform exposures of the skin from X-rays, betaradiation,
and/or radioactive material on the skin areto be assessed as specified
inthissection.

Table 2-1 Note 4

“Non-uniform exposures of the skin from X-rays, betaradiation,
and/or radioactive material on the skin shall [835.205] be assessed
asspecifiedin Appendix 2C."

This requirement isimplemented
though the CHG dosimetry program
and through subcontract with
providers that comply with this
requirement.

35 Sec. 835.205(b)

For purposes of demonstrating compliance with Sec. 835.202(a)(4),
assessments shall be conducted asfollows:

(1) Areaof skinirradiated is 100 cm? or more. The non-uniform
dose equivalent received during the year shall be averaged over
the 100 cm? of the skin receiving the maximum dose, added to
any uniform dose equivalent also received by the skin, and
recorded asthe shallow dose equival ent to any extremity or skin
fortheyear.

Area of skinirradiated is 10 cm? or more, but is less than

100 cm?. The non-uniform dose equivalent (H) to the irradiated
areareceived during the year shall be added to any uniform dose
equivalent also received by the skin and recorded asthe shallow
dose equivalent to any extremity or skin for theyear. H isthe
dose equivalent averaged over the 1 cm? of skin receiving the
maximum absorbed dose, D, reduced by the fraction f, which is
theirradiated areain cn? divided by 100 cm? (i.e., H=fD). Inno
case shall avalueof f lessthan 0.1 be used.

@

Area of skin irradiated isless than 10 cm?. The non-uniform
dose equivalent shall be averaged over the 1 cm? of skin

©)

Appendix 2C (excer pt)

—“Areaof skinirradiated> 100 cm? — The non-uniform dose
equivalent received during the year shall [835.205(b)(1)] be
averaged over the 100 cm? of the skin receiving the maximum
dose, added to any uniform dose equivalent al so received by the
skin, and recorded as the shallow dose equivalent to any extremity
or skinfor theyear.”

—“Areaof skinirradiated> 10 cm?and < 100 cm? — The
non-uniform dose equivalent (H) to the irradiated areareceived
during theyear shall [835.205(b)(2)] be added to any uniform dose
equivalent also received by the skin and recorded asthe shallow
dose equivalent to any extremity or skin for theyear. Histhe

dose equivalent averaged over the 1 cm? of skin receiving the
maximum absorbed dose, D, reduced by thefraction, f, whichis
theirradiated areain cn? divided by 100 cm? (i.e., H=fD). Inno
case shall [835.205(b)(2)] avalue of f lessthan 0.1 be used.”

-“Areaof skinirradiated < 10 cm? — The non-uniform dose
equivalent shall [835.205(b)(3)] be averaged over the 1 cm? of
skin receiving the maximum dose. Thisdose equivalent shall
[835.205(b)(3)]:

a. Berecorded in theindividual’ s occupational exposure history

This requirement isimplemented
though the CHG dosimetry program
and through subcontract with
providers that comply with this
requirement.
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receiving the maximum dose. Thisdose equivalent shall:
5.5.10.1. Berecorded intheindividual’s occupational exposure
history asaspecial entry; and

5.5.10.2. Not be added to any other shallow dose equivalent to
any extremity or skin recorded as the dose equivalent for
theyear.

asaspecial entry; and

b. Not be added to any other shallow dose equivalent to any
extremity or skin recorded asthe dose equivalent for theyear.”

36 Sec. 835.206(a)
Limitsfor the embryo/fetus

The dose equivalent limit for the embryo/fetus from the period of
conception to birth, asaresult of occupational exposure of adeclared
pregnant worker, is 0.5 rem (0.005sievert).

Article 213.1 (excer pt)

“Occupational doselimitsare provided in Table 2-1and shall
[835.206(a)] not be exceeded”

Table 2-1 (excer pt)

“Type of exposure— Declared pregnant worker: Embryo/Fetus
(internal + external) 0.5 rem per gestation period.”

TFRCM Glossary: (excerpt)

Declared pregnant worker: “means awoman who has voluntarily
declared to her employer, inwriting, her pregnancy for the
purpose of being subject to the occupational exposurelimitstothe
embryo/fetusas provided in Article 215. Thisdeclaration may be
revoked, inwriting, at any time by the declared pregnant worker.”

Article 215.2 (excer pt)

“For adeclared pregnant worker who choosesto continue working
asaradiological worker:

a) The dose equivalent limit for the embryo/fetus from the period
of conception to birth, asaresult of occupational exposure of a
declared pregnant worker, is0.5 rem (0.005 sievert)[835.206(a)].”

This requirement isimplemented
though the CHG dosimetry program
and through subcontract with
providers that comply with this
requirement.

37 Sec. 835.206(b)

Substantial variation above auniform exposure rate that would
satisfy the limits provided in Sec. 835.206(a) shall be avoided.

Article 215.2.b (excer pt)

“Substantial variation above auniform exposure rate that would
satisfy the limits provided in Table 2-1 shall [835.206(b)] be
avoided.”

CHG will apply the guidance of DOE
G 441.1-6, “Evaluation and Control of
Radiation Dose to the Embryo/Fetus
Guide” of 29 April 1999, Section 4.2
guideline statement to maintain
declared pregnant worker fetus dose
below 50 mrem per month.

This requirement isimplemented
though the CHG dosimetry program
and through subcontract with
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providers that comply with this
requirement.

38 Sec. 835.206(c) Article 215.3 This requirement isimplemented

If the dose equivalent to the embryo/fetusis determined to have
already exceeded 0.5 rem (0.005 sievert) by the time aworker
declares her pregnancy, the declared pregnant worker shall not be
assigned to tasks where additional occupational exposureislikely
during the remaining gestation period.

“1f the dose equivalent to the embryo/fetusis determined to have
already exceeded 0.5 rem (0.005 Sievert) by the time the worker
declares her pregnancy, the declared pregnant worker shall
[835.206(c)] not be assigned to taskswhere additional
occupational exposureis likely during the remaining gestation
period.”

though the CHG dosimetry program
and through subcontract with
providers that comply with this
requirement.

39 Sec. 835.207
Occupational dose limitsfor minors

The dose equivalent limits for minors occupationally exposed to
radiation and/or radioactive materials at a DOE activity are 0.1 rem
(0.001 sievert) total effective dose equivalent in ayear and 10% of
the occupational dose limits specified at § 835.202(a)(3) and (a)(4).

Article 213.1 (excer pt)

“Occupational doselimitsare provided in Table 2-1and shall
[835.202(a)] not be exceeded.”

Table 2-1 (excerpt)
Summary of Dose Limits

“Minors occupationally exposed: Whole Body TEDE (internal +
external) 0.1 rem.”

“Minorsoccupationally exposed: Lens of the eye, skin, and
extremities (is) 10% of General Employee Limits.”

TFRCM Glossary: (excerpt)
“Minor means an individual lessthan 18 years of age.”

This requirement isimplemented
though the CHG dosimetry program
and through subcontract with
providersthat comply with this
requirement.

40 Sec. 835.208
Limitsfor members of the public entering acontrolled area

Thetotal effective dose equivalent limit for members of the public
exposed to radiation and/or radioactive material during accessto a
controlled areais 0.1 rem (0.001 sievert) in ayear.

Article 214 (excerpt)

“Thetotal effective dose equivalent limit for members of the
public exposed to radiation and/or radioactive material during
accessto acontrolled areais0.1reminayear.”

CHG implements this requirement
though the dosimetry program and
through subcontract service providers.

41 Sec. 835.209(a)
Concentrations of radioactive material inair

The derived air concentration (DAC) values given in appendices A
and C of thispart shall be used in the control of occupational
exposures to airborne radioactive material.

Article 223.1

“Thederived air concentration (DAC) valuesgivenin 10 CFR 35
Appendices A and C shall [835.209(a)] be used in the control of
occupational exposuresto airborne radioactive material.”

CHG implements this requirement
through the workplace air sampling
program, which usesthe DAC values
givenin 10 CFR 835 Appendix A and
C to control occupational exposuresto
airborne radioactive material .
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42

Sec. 835.209(b)

Theestimation of internal dose shall be based on bioassay datarather
than air concentration values unless bioassay dataare:

()] Unavailable;
(1
A

Inadequate; or

Internal dose estimates based on air concentration
valuesaredemonstrated to be asor more

Article 521.2

“The estimation of internal dose shall [835.209(b)] be based on
bioassay datarather than air concentration val ues unless bioassay
dataare:

a. unavailable;
b. inadequate; or

c. internal dose estimates based on air concentration valuesare

accurate. demonstrated to be as or more accurate.”
Subpart E Monitoring of Individualsand Areas
43 Sec. 835.401(a) Article 221.2 The requirements of Section

Genera requirements

Monitoring of individuals and areas shall be performed to:

@
@
©)
4
©®)

(6)

Demonstrate compliance with the regulationsin this part;
Document radiological conditions;

Detect changes in radiological conditions;

Detect the gradual buildup of radioactive material;

Verify the effectiveness of engineering and process controlsin
containing radioactive material and reducing radiation exposure;
and

Identify and control potential sources of individual exposureto
radiation and/or radioactive material.

“ Monitoring for contamination shall [835.401(a)(l), &
835.1102(d)] be performed using frisking equipment that can
detect total contamination of at least the values specifiedin

Table 2-2. DOE encourages the use of automatic monitoring units
that meet the above requirements.”

Article 551 (excer pt & modified)

“Monitoring of individuals and areas shall [835.401(a)] be
performedto:

a. Demonstrate compliance with the requirements of
10 CFR 835.”

b. Document radiological conditions;”
c. Detect changesin radiological conditions;”
d. Detectthegradual buildup of radioactive material;”

e. Verify the effectiveness of engineering and process controls
in containing radioactive material and reducing radiation
exposure; and”

f.  Identify and control potential sourcesof individual exposure
to radiation and/or radioactive material.”

§835.401 are subject to the graded
approach through criteria established
by CHG’ smonitoring program. The
program establishes administrative
recordsfor tracking and trending
radiological conditionsbased on
routine tasks (radiation survey
reports). Task descriptions and work
documents specify the frequency of
radiological surveys. A workplace
air-sampling program definesthe
criteriafor use of continuousair
monitors.
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44 Sec. 835.401(b)
Instruments and equipment used for monitoring shall be:

(1) Periodically maintained and calibrated on an established
frequency;

(2) Appropriate for thetype(s), levels, and energies of the
radiation(s) encountered;

(3) Appropriate for existing environmental conditions; and
(4) Routinely tested for operability.

Article 551.5 (excer pt and modified)

“Instruments and equipment used for monitoring shall
[10 CFR 835.401(b)] be:

a. Periodically maintained and calibrated on an established
frequency.”

Article 562.1

“Radiological instruments and equipment shall [835.401(b)(1)] be
periodically maintained and calibrated on an established
frequency.”

Article 562.3 (excerpt & modified)

“Pocket and el ectronic dosimeters and arearadiation monitors
shall [835.401(b)] be calibrated in accordancewith Article 562.1.”

Article 563.1

“A program for preventive and corrective maintenance of
radiological instrumentation shall be established and
documented.”

Article 563.3

“Radiological instruments shall [835.401(b)] undergo calibration
prior to use following any preventive or corrective maintenance or
any adjustment that voidsthe previouscalibration. A battery
changeisnot normally considered maintenance.”

Article 552.4

“Radiation monitoring instruments shall [835.401(b)(2-3)] be
capable of measuring ambient radiation dose rates for the purpose
of controlling radiation exposures.”

Article 551.5 (excer pt)

“Instruments and equipment used for monitoring shall
[835.401(b)] be: b. Appropriate for the type(s), levelsand
energiesof theradiation(s) encountered.”

Article 562.1 (excer pt)
“Radiological instruments shall [835.401(b)(2-3)] beused only to

Cleaning of radiation monitoring
equipment aspart of preventive
maintenanceisnot considered to void
calibration.

CHG uses ANSI N323A (Rev 1997)
for portable instruments, and uses
ANSI N323 (Rev 1978) asguidance
for other types of monitoring
equipment.

Note: For the purposes of this RPP,
functional testsof alarm systems are
those systems used for occupational
radiation protection and not process
controls.
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measure the radiation for which their calibrations are valid.”
Article 551.5 (excer pt)

“Instruments and equipment used for monitoring shall
[835.401(b)] be: c. Appropriatefor the existing environmental
conditions.”

Article 562.4

“The effects of environmental conditions, including interfering
radiation, on aninstrument shall [835.401(b)(3)] be known prior to
use.”

Article 551.5.d (excer pt)

I nstruments and equipment used for monitoring should bereadily
available and shall [10 CFR 835.401(b)] be:

“d. Routinely tested for operability on aspecified frequency
commensurate with their application and design.”

Article 551.5 (excer pt)

“Performance testing requirements for portable radiol ogical
survey instruments areidentified in ANSI N323. ANSI N323
guidanceincludesadaily, or prior to intermittent use, response
check with a+ 20% variation. Compensatory actions should be
established to ensure proper instrument performance when
performancetests are not feasible, such aswith instruments used
to measure neutronsor tritium.”

Article 555.7 (excer pt and modified)

“The proper operation of continuous air monitoring equipment
should be verified by performing an operational check.
Operational checks should include positiveair-flow indication,
non-zero response to background activity, and internal check
sources or 60 Hz electronic checks when available. Continuous
air monitoring equipment should be verified by checking for
instrument response with a check source or with ambient levels of
radon andthoron daughters.”

Article 562.5 (excer pt)

“Functional tests should be used to assessinstrumentation designs
that include alarms or that involve a process control. A functional
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test should be devel oped to periodically test all components
involvedin an alarm or trip function.”

45 Sec. 835.402(a) Article 511.1.a(excer pt) CHG implements this requirement

Individual monitoring.

For the purpose of monitoring individual exposuresto external
radiation, personnel dosimetry shall be provided to and used by:

(1) Radiological workerswho, under typical conditions, arelikely to
receive one or more of thefollowing:

(i) Aneffective dose eguivalent tothewholebody of 0.1 rem
(0.001 sievert) or morein ayear;

(ii) A shallow dose equivalent to the skin or to any extremity of
5 rems (0.05 sievert) or morein ayear;

(iii) A lensof the eyedose equivalent of 1.5 rems
(0.015 sievert) or morein ayear;

(2) Declared pregnant workerswho are likely to receive from
external sourcesadose equival ent to the embryo/fetusin excess

of 10 percent of the limit at Sec. 835.206(a);
©)

Occupationally exposed minorslikely to receive adosein
excess of 50 percent of the applicablelimitsat § 835.207 ina

year from external sources,

(4) Membersof the public entering acontrolled arealikely to
receive adosein excess of 50 percent of the limit at § 835.208

inayear from external sources; and

©)

Individual s entering ahigh or very high radiation area.

“1. For the purpose of monitoring individual exposuresto
external radiation, personnel dosimetersshall [835.402(a)] be
provided to and used by:

a. Radiological workerswho, under typical conditions, arelikely
to receive one or more of thefollowing:

--An effective dose equival ent to thewhole body of 0.1 rem
(0.001 sievert) or moreinayear;”

Article 511.1.a(excerpt)

“1. For the purpose of monitoring individual exposuresto
external radiation, personnel dosimeters shall [835.402(a)] be
provided to and used by:

a. Radiological workerswho, under typical conditions, arelikely
to receive one or more of the following;

A shallow dose equivalent to the skin to any extremity of 5 rems
(0.05 sievert) or moreinayear.”

Article 511.1.a(excerpt)

“1. For the purpose of monitoring individual exposuresto
external radiation, personnel dosimeters shall [835.402(a)] be
provided to and used by:

a. Radiological workerswho, under typical conditions, are likely
to receive one or more of the following;

--A lens of the eye dose equivalent of 1.5 rems (0.015sievert) or
moreinayear.”

Article 511.1.b (excerpt)

“1. For the purpose of monitoring individual exposuresto
external radiation, personnel dosimeters shall [835.402(a)] be
providedto and used by:

b. Declared pregnant workers who are likely to receive from
external sourcesadose equivalent to the embryo/fetusin excess of

through the CHG dosimetry program,
which includes criteriafor identifying
individuals who require monitoring
and through subcontracted dosimetry
services.

“Arelikely to receive” recognizes that
professional judgment and experience
will be used in making decisionsin
specific circumstances. [DOE

G 441.1-1, Section 4., paragraph 5,
March 1999.] Thisclarification
appliesto sections 835.402(a)(1) to
(4.
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10 percent of the applicablelimit at Table 2-1.”
Article 511.1.c (excerpt)

“1. For the purpose of monitoring individual exposuresto
external radiation, personnel dosimeters shall [835.402(a)] be
providedto and used by:

¢. Occupationally exposed minorslikely to receiveadosein
excess of 50 percent of the applicablelimitsat Table 2-1 in ayear
from external sources.”

Article 511.1.d (excer pt)

“1. For the purpose of monitoring individual exposuresto
external radiation, personnel dosimeters shall [835.402(a)] be
providedto and used by:

d. Membersof the public entering acontrolled arealikely to
receive adosein excess of 50 percent of thelimit at Article 214 in
ayear from external sources”

Article 511.1.e (excerpt)

“1. For the purpose of monitoring individual exposuresto
external radiation, personnel dosimeters shall [835.402(a)] be
providedto and used by:

e. Individualsentering ahigh or very high radiation area.”
Article 334.3 (excer pt)

“c. Minimum requirements for each entry into High Radiation
Areasare:

1) Personnel and supplemental dosimeters shall [835.402(a)(5) be
worn.”

Article 334.4 (excerpt and modified)

“Minimum requirements for each entry into High and Very High
Radiation Areaswhere dose rates exist such that aworker could
exceed awhole body dose of 1 remin one hour shall [see 334.3]
include those items listed in Article 334.3 and adetermination of
theworker’ scurrent exposure, based on primary and supplemental
dosimeter readings.”
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46 Sec. 835.402(b)

External dose monitoring programsimplemented to demonstrate
compliance with § 835.402(a) shall be adequate to demonstrate
compliance with the dose limits established in subpart C of this part
and shall be:

(1) Accredited, or excepted from accreditation, in accordance
with the DOE Laboratory Accreditation Program for
Personnel Dosimetry; or

(2) Determined by the Secretarial Officer responsiblefor
environment, safety and health mattersto have
performance substantially equivalent to that of programs
accredited under the DOE Laboratory Accreditation

Program for Personnel Dosimetry.

Article 512.1 (excer pt)

“External dose monitoring programsimplemented to demonstrate
compliancewith Article 511.1 shall [835.402(b)(1)] be adequate
to demonstrate compliance with the dose limitsin Chapter 2. The
external dose monitoring program shall [835.402(b)(1)] be
accredited in accordance with the DOE L aboratory Accreditation
Program for Personnel Dosimetry.”

Personnel external dosimetersinclude,
but are not limited to, TLDs, track
etch dosimetersand neutron sensitive
film.

The CHG dosimetry program and
subcontracted dosimetry service
implements aprogram compliant with
Section § 835.402(b)(1);
consequently, § 835.402(b)(2) isnot
applicable.

47 Sec. 835.402(c)

For the purpose of monitoring individual exposuresto internal
radiation, internal dosimetry programs (including routine bioassay
programs) shall be conducted for:

(1) Rediological workerswho, under typical conditions, arelikely to
receive acommitted effective dose equivalent of 0.1 rem
(0.001 sievert) or more from all occupational radionuclide
intakesin ayear;

(2) Declared pregnant workerslikely to receive an intake or intakes
resulting in adose equivalent to the embryo/fetusin excess of

10 percent of the limit stated in Sec. 835.206(a);

Occupationally exposed minorswho are likely to receive adose
in excess of 50 percent of the applicablelimit stated at
§835.207 from all radionuclide intakesin ayear; or

©)

(4) Membersof the public entering acontrolled arealikely to
receive adosein excess of 50 percent of the limit stated at

§835.208 from all radionuclide intakesin ayear.

Article 521.1 (excer pt)

“For the purpose of monitoring individual exposuresto internal
radiation, internal dosimetry programs (including routine bioassay
programs) shall [835.402(c)]be conducted for:

a. Radiological workerswho, under typical conditions, arelikely
to receive acommitted effective dose equivalent of 0.1 rem
(0.001 sievert) or more from all occupational radionuclide intakes
inayear.”

Article 522.5

“Bioassay analyses shall [835.104; 835.402(c); Article 522.1] aso
be performed when any of thefollowing occurs:

a. Facial or nasal contamination is detected that indicates a
potential for internal contamination

b. Airborne monitoring indicates the potential for intakes
exceeding 100 mrem committed effective dose equivalent

¢. When directed by the Radiological Control Organization.”
Article 521.1 (excer pt)

“For the purpose of monitoring individual exposuresto internal
radiation, internal dosimetry programs (including routine bioassay
programs) shall [835.402(c)]be conducted for:

CHG implements this requirement
through the CHG dosimetry program,
which includes criteriafor identifying
individuals who require monitoring
and through subcontracted dosimetry
services.

Note: It isnot technically feasible for
CHG'’ sroutine bioassay program to
detect certain radionuclides at levels
sufficiently low to meet this
requirement, (for example,
Plutonium). For hard to detect
radionuclides, additional measures are
taken to ensure thisrequirement is
met. Fieldindicators (i.e., facial and
skin contamination’s, positive nasal
smears, and presence of Pu) are used
to invoke the non-routine bioassay
program. Thisapproach is consistent
with DOE G 441.1-3, “Interna
Dosimetry Program Guide”,

Section 4.2.2.

Workerswho “are likely to receive’
recognizesthat professional judgment
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b. Declared pregnant workers likely to receive an intake or and experience will be used in making
intakes resulting in adose equivalent to the embryo/fetusin excess | d€cisionsin specific circumstances.
of 10 percent of the limit stated at Table 2-1.” [DOE G441.1-1, Section 4.,
_ paragraph 5, March 1999.] This
Article 521.1 (excer pt) clarification appliesto
“For the purpose of monitoring individual exposuresto internal sections 835.402(c)(1) to (4).
radiation, internal dosimetry programs (including routine bioassay | Clarification to sections
programs) shall [835.402(c)] be conducted for: § 835.402(c)(3) and § 835.402(c)(4):
. . : . Administrative controlsare
c¢. Occupationally exposed minorswho arelikely to receive adose . L o
in excess of 50 percent of the applicablelimit stated at Table 2-1 :ﬁﬁglr' ?;Ceg \t/?r:;;nlr: z)r::iﬂlp?:ltilgr?gld d(gsg
from al radionuclide intakesin ayear. above the established limits of
Article 214.a(excer pt) §835.207.
“Minorsare prohibited accessto Contamination Areas, High
Contamination Areas, Radiation Areas, High Radiation Areas,
Very High Radiation Areas, and Soil Contamination Areas.”
Article 521.1 (excer pt)
“For the purpose of monitoring individual exposuresto internal
radiation, internal dosimetry programs (including routine bioassay
programs) shall [835.402(c)]be conducted for:
d. Membersof the public entering acontrolled arealikely to
receive adosein excess of 50 percent of the limit stated at
Article 214 from all radionuclide intakesin ayear.”
48 Sec. 835.402(d) Article 522 (excer pt) CHG iscommitted tousing a

Internal dose monitoring programsimplemented to demonstrate
compliance with § 835.402(c) shall be adeguate to demonstrate
compliance with the dose limits established in subpart C of this part
and shall be:

(1) Accredited, or excepted from accreditation, in accordance with

the DOE Laboratory Accreditation Program for Radiobioassay;

or,

(2) Determined by the Secretarial Officer responsible for
environment, safety and health mattersto have performance

substantially equivalent to that of programs accredited under the

DOE Laboratory Accreditation Program for Radiobioassay.

“Internal dose monitoring programsimplemented to demonstrate
compliancewith Article 521.1 a, b, ¢, and d shall [835.402(d)(1)]
be adequate to demonstrate compliance with the dose limits
established in Table 2-1. Theinternal dose monitoring programs
shall [835.402(d)(1)] be accredited in accordance with DOE
Laboratory Accreditation Program for Radiobioassay.

Article 522.1 (excer pt)

“A technical basisdocument shall [835.402(d)] be developed for
theinternal dosimetry program.”

|aboratory that meets the DOE
Laboratory Accreditation Program for
Radi obioassay requirement as part of
§ 835.402(d)(1).

Itisnot anticipated that this
requirement would be applicable.
However, CHG agrees to comply with
§835.402(d)(2) if the provisions of
the DOE Laboratory Accreditation
Program for Radiobioassay are not
satisfied.

Note: It is not technically feasible for
CHG' sroutine bioassay program to
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detect certain radionuclidesat levels
sufficiently low to meet this
requirement, (for example,
Plutonium). For hard to detect
radionuclides, additional measures are
taken to ensurethisrequirement is
met. Fieldindicators (i.e., facial and
skin contamination’s, positive nasal
smears, and presence of Pu) are used
to invoke the non-routine bioassay
program. Thisapproach is consistent
with DOE G 441.1-3, “Interna
Dosimetry Program Guide”,

Section 4.2.2.

49 Sec. 835.403(a)
Air monitoring
Monitoring of airborne radioactivity shall be performed:

(1) Whereanindividual islikely to receive an exposure of 40 or
more DAC-hoursinayear; or

(2) Asnecessary to characterize the airborne radioactivity hazard
whererespiratory protective devicesfor protection against
airborne radionuclides have been prescribed.

Article 555.2 (excer pt)

“Monitoring of airborne radioactivity shall [835.403(a)] be
performed:

a. Whereanindividual islikely to receive an exposure of 40 or
moreDAC-hoursinayear.”

Article 555.2 (excer pt)

“Monitoring of airborne radioactivity shall [835.403(a)] be
performed:

b.  Asnecessary to characterize the airborne radioactivity
hazard where respiratory protective devicesfor protection
against airborne radionuclides have been prescribed.”

The requirements of Section

§ 835.403 are met through the
workplaceair sampling program,
which definescriteriafor air sampling,
including continuous air monitoring,
record air sampling, and grab air
samples.

“Anindividual islikely to receive’
recognizes that professional judgment
and experience will be used in making
decisionsin specific circumstances.
[DOE G 441.1-1, Section 4,

paragraph 5, March 1999.]

50 Sec. 835.403(b)

Real-time air monitoring shall be performed as necessary to detect
and provide warning of airborne radioactivity concentrationsthat
warrant immediate action to terminate inhalation of airborne
radioactive material .

Article 555.3

“Real-timeair monitoring shall [835.403(b)] be performed as
necessary to detect and provide warning of airborneradioactivity
concentrations that warrant immediate action to terminate

inhal ation of airborne radioactive material.”

Article 555.6

“Continuous air monitoring equipment required by Article 555.3
shall [835.403(b)] have alarm capability and sufficient sensitivity
to alert personnel that immediate action isnecessary in order to
minimize or terminate inhal ation exposures.”
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51 Sec. 835.405(a)

Receipt of packages containing radioactive materials

If packages containing quantities of radioactive material in excess of
aTypeA quantity (asdefined at 10 CFR 71.4) are expected to be
received from radioactive material transportation, arrangements shall
be made to either:

(1) Take possession of the package when the carrier offersit for
delivery; or

(2) Receivenatification as soon as practicable after arrival of the
package at the carrier’ sterminal and to take possession of the
package expeditiously after receiving such notification.

Article 423.14 (excer pt)

“1f packages containing quantities of radioactive material in
excess of aType A quantity (asdefined at 10 CFR 71.4) are
expected to be received from radioactive material transportation,
arrangements shall [835.405(a)] be madeto either:

a. Take possession of the package when the carrier offersit for
delivery, or

b. Receivenotification as soon as practicable after arrival of the
package at the carrier’ sterminal and to take possession of the
package expeditiously after receiving such notification.”

The requirements of Section
§835.405 are met through a process
for shipment, transportation, and
receipt of radioactive material that
includesreceipt survey and
monitoring activities.

52 Sec. 835.405(b)

Upon receipt from radioactive material transportation, external
surfaces of packages known to contain radioactive material shall be
monitored if the package:

(1) Islabeled with a Radioactive Whitel, Yellow II, or Yellow
111 label (as specified at 49 CFR 172.403 and 172.436-440);
or

(2) Hasbeen transported as |ow specific activity material (as
defined at 10 CFR 71.4) on an exclusive use vehicle (as

defined at 10 CFR 71.4); or
©)

Hasevidence of degradation, such as packagesthat are
crushed, wet, or damaged.

Article 423.15 (excer pt)

“Upon receipt from radioactive material transportation, external
surfaces of packages known to contain radioactive material shall
[835.405(b)] be monitored if the package:

a. Islabeled with aRadioactive Whitel, Yellow I, or Yellow
11 label (as specified at 49 CFR 172.403 and 172.436-440).”

Article 423.15 (excer pt)

“Upon receipt from radioactive material transportation, external
surfaces of packages known to contain radioactive material shall
[835.405(b)] be monitored if the package:

b. Hasbeen transported aslow specific activity material (as
defined at 10 CFR 71.4) on an exclusive use vehicle (as
defined at 10 CFR 71.4).”

Article 423.15 (excer pt)

“Upon receipt from radioactive material transportation, external
surfaces of packages known to contain radioactive material shall
[835.405(b)] be monitored if the package:

c. Hasevidenceof degradation, such aspackagesthat are
crushed, wet, or damaged.”
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53 Sec. 835.405(c)

Themonitoring required by paragraph (b) of this section shall
include:

(1) Measurements of removable contamination levels, unlessthe
package contains only special form (as defined at
10 CFR 71.4) or gaseous radioactive material; and

(2) Measurementsof theradiation levels, unlessthe package
containslessthanaType A quantity (asdefined at

10 CFR 71.4) of radioactive material.

Article 423.16 (excer pt and modified)

“The monitoring required by Article 423.14 shall [835.405(c)]
include:

a. Measurements of removable contamination levels, unlessthe
package contains only special form (as defined at
10 CFR 71.4) or gaseous radioactive material; and”

Article 423.16 (excer pt and modified)

“The monitoring required by Article 423.14 shall [835.405(c)]
include:

b. Measurementsof theradiation levels, unlessthe package
containslessthanaType A quantity (asdefined at
10 CFR 71.4) of radioactive material.”

54 Sec. 835.405(d)

The monitoring required by paragraph (b) of this section shall be
completed as soon as practicable following receipt of the package,
but not later than 8 hours after the beginning of the working day
following receipt of the package.

Article 423.17 (excerpt)

“The monitoring required by Article 423.14 shall [835.405(d)] be
completed as soon as practicable following receipt of the package,
but no |ater than 8 hours after the beginning of the working day
following thereceipt of the package.”

A ‘working day’ isconsidered the
interval of time within each 24-hour
period during which the building or
areaisroutinely occupied or available
for operations other than emergency
activities.

Subpart F Entry Control Program

55 Sec. 835.501(a)
Radiological areas.

Personnel entry control shall be maintained for each radiol ogical
area.

Article 330.1 (excer pt)

“Thefollowing are general requirementsfor an entry control
program:

1. Personnel entry control shall [835.501(a)] be maintained for
each radiological area.”

CHG considers entry control to
include posting, barricades, control
deviceson entryways, visual and
audible alarms, administrative
procedures, locked entrywaysand
training.

56 Sec. 835.501(b)

The degree of control shall be commensuratewith existing and
potential radiological hazards within the area.

Article 330.2 (excer pt)

“Thefollowing are general requirementsfor an entry control
program:

2. Thedegree of control shall [835.501(b)] be commensurate with
existing and potential radiological hazardswithin the area.”

The CHG entry controls mentioned
above (8 835.501(a)) areused to the
degree commensurate with existing
and potential radiological hazards
within the area.
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57

Sec. 835.501(c)

One or more of the following methods shall be used to ensure
control:

@
@)
©)
4
®)

Signsand barricades,

Control devices on entrances;
Conspicuous visual and/or audible alarms;
L ocked entranceways; or

Administrativecontrols.

Article 231.10 (modified and excer pted)

Physical barriers should be placed so that they areclearly visible
from al (entry approaches).

Article 330.3 (excer pt)

“One or more of the following methods shall [835.501(c)] be used
to ensure control:

a. Signsand barricades.”
Article 330.3 (excer pt)

“One or more of the following methods shall [835.501(c)] be used
to ensure control:

b. Control deviceson entrances.”
Appendix 3B.1.a (excerpt & modified)
Physical Access Controlsfor High and Very High Radiation Areas

“One or more of the following controls should be used for each
entrance or access point to aHigh Radiation Area.

a. A control devicethat preventsentry to theareawhen high
radiation levels exist or that, upon entry, causes the radiation level
to be reduced below the level that definesaHigh Radiation Area.”

Appendix 3B.2 (excer pt)

“In addition to the above requirements, additional measures shall
[835.502(c)] be implemented to ensure individual s are not able to
gain unauthorized or inadvertent accessto Very High Radiation
Areaswhen doserates arein excess of the posting requirements of
Table 2-3”

Article 330.3 (excer pt)

“One or more of the following methods shall [835.501(c)] be used
to ensure control:

¢. Conspicuousvisual and/or audible alarms.”
Appendix 3B.1.f (excerpt)

“One or more of thefollowing controls should be used for each
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entrance or access point to aHigh Radiation Area.

g. A control devicethat will automatically generate audible and
visual alarm signalsto alert personnel in the areabefore use
or operation of the radiation source and in sufficient timeto
permit evacuation of the area or activation of asecondary
control devicethat will prevent use or operation of the
source.”

Article 330.3 (excer pt)

“One or more of the following methods shall [835.501(c)] be used
to ensure control:

d. Locked entrance ways.”
Article 334.7

“Thenumber, issue, and use of keys shall [835.502(b)(4)] be
strictly controlled where locked entryways are used to control
accessto High and Very High Radiation Areas.”

Appendix 3B.1.d (excerpt)”

“One or more of the following controls should be used for each
entrance or access point to aHigh Radiation Area.

c. Entrywaysthat arelocked. During periodswhen accessto
theareaisrequired, positive control over each entry is
maintained.”

Article 330.3 (excer pt)

“One or more of the following methods shall [835.501(c)] be used
to ensure control:

e. Administrative controls.”
334.10 (excerpt) [for RA, HRA, & VHRA]

“Written procedures should beimplemented to ensure the
effectiveness and operability of barricades, devices, alarms, and
locks.”

Article 335.8 (excerpt)[for CA, HCA, & ARA]

“Administrative procedures shall [835.104, 10 CFR 835, Subpart
F] be devel oped as necessary to implement area access controls.”
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Article 341.1

“Radiological work activitiesshall [835.501(d)] be conducted as
specified by the controlling technical work document and
Radiological Work Permit.”

58 Sec. 835.501(d)

Written authorizations shall be required to control entry into and
perform work within radiological areas. These authorizations shall

specify radiation protection measures commensurate with the existing

and potential hazards.

Article 321 (excer pt)

“Written authorizations shall [835.501(d)] be required to control
entry into and perform work within radiological areas.”

Article 321 (excer pt)

“These authorizations shall [835.501(d)] specify radiation
protection measures commensurate with the existing and potential
hazards.”

59 Sec. 835.501(€)

No control(s) shall beinstalled at any radiological areaexit that
would prevent rapid evacuation of personnel under emergency
conditions.

Article 231.10 (excer pt)

“Thesebarriersshall [835.501(e) and 835.502(d)] be set up such
that they do not impede the intended use of emergency exitsor
evacuation routes.”

Article 330.5

No control(s) shall [835.501(e)] beinstalled at any radiological
areaexit that would prevent rapid evacuation of personnel under
emergency conditions.

Appendix 3B.3 (excer pt)

“No control(s) shall [835.502(d)] be establishedinaHigh or Very
High Radiation Areathat would prevent rapid evacuation of
personnel.”

60 Sec. 835.502(a)
High and very high radiation areas.

The following measures shall be implemented for each entry into a
high radiation area:

(1) Theareashall bemonitored asnecessary during accessto
determine the exposure rates to which the individuals are
exposed; and

(2) Eachindividual shall be monitored by asupplemental
dosimetry device or other means capable of providing an

Article 334.3 (excer pt)

“Minimum requirements for each entry into High Radiation Areas
shall [HNF] include the following.”

Article 334.3.c (excerpt)

“2) Theareashall [835.502(a)(1)] be monitored as necessary
during access to determine the dose rates to which the individuals
areexposed.”

Article 334.3.c (excerpt)
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immediate estimate of theindividual’ sintegrated deep dose
equivalent during the entry.

“Minimum requirements for each entry into High Radiation Areas
are”

“3) Eachindividual shall [835.502(a)(2)] be monitored by a
supplemental dosimetry device or other means capabl e of
providing animmediate estimate of theindividual’ sintegrated
deep dose equivalent during theentry.”

61 Sec. 835.502(b)

Physical controls

One or more of the following features shall be used for each entrance
or access point to ahigh radiation areawhere radiation levels exist
such that anindividual could exceed adeep dose equivalent to the
wholebody of 1 rem (0.01 sievert) in any one hour at 30 centimeters
from the source or from any surface that the radiation penetrates:

(1) A control devicethat preventsentry to the areawhen high
radiation levelsexist or upon entry causes the radiation level to

be reduced below that level defining ahigh radiation area;
@)

A devicethat functionsautomatically to prevent use or operation
of theradiation source or field whileindividualsarein the areg;

(3) A control devicethat energizesaconspicuousvisibleor audible
alarm signal so that theindividual entering the high radiation
areaand the supervisor of the activity are made aware of the

entry;

(4) Entrywaysthat arelocked. During periodswhen access to the

areaisrequired, positive control over each entry is maintained;

©®)

Continuousdirect or electronic surveillancethat is capabl e of
preventing unauthorized entry;

(6) A control devicethat will automatically generate audible and
visual alarm signalsto alert personnel in the areabefore use or
operation of the radiation source and in sufficient timeto permit
evacuation of theareaor activation of asecondary control

devicethat will prevent use or operation of the source.

Appendix 3B.1 (excer pt)

“1. Oneor more of the following controls should be used for each
entrance or access point to aHigh Radiation Areaand shall
[835.502(b)] be used for each entrance or access point to aHigh
Radiation Areawhereradiation levels exist such that an individual
could exceed adeep dose equivalent to thewhole body of 1 rem
(0.01 sievert) in any one hour at 30 centimeters from the source or
from any surface the radiation penetrates.”

(1) “A control devicethat preventsentry to theareawhen high
radiation levels exist or that upon entry causes theradiation
level to be reduced below the level that definesaHigh
Radiation Area.”

(2) A devicethat functionsautomatically to prevent useor
operation of the radiation source or field whileindividuals are

inthearea.”

(3) A control devicethat energizesaconspicuousvisible or
audible alarm signal so that theindividual entering the High
Radiation Areaand the supervisor of the activity are made

aware of theentry.”

(4) Entrywaysthat arelocked. During periodswhen accessto
the areaisrequired positive control over each entry is

maintained.”

©)

Continuousdirect or electronic surveillancethat is capabl e of
preventing unauthorized entry.”

(6) A control devicethat will automatically generate audible and
visual alarm signalsto alert personnel in the areabefore use
or operation of the radiation source and in sufficient timeto
permit evacuation of the areaor activation of asecondary

control devicethat will prevent use or operation of the
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source.”
TFRCM Glossary (excer pt):

High radiation area: “Means any area, accessibleto individuals, in
which radiation levels could result in an individual receiving a
deep dose equivalent in excessof 0.1 rem (0.001 Sv) in 1 hour at
30 centimeters from the radiation source or from any surface that
theradiation penetrates.”

62 Sec. 835.502(c)
Very high radiation areas

In addition to the above requirements, additional measures shall be
implemented to ensureindividualsare not ableto gain unauthorized
or inadvertent accessto very high radiation areas.

Article 334.5 (modified and excer pted)

“Minimum requirements for entry into Very High Radiation Areas
shall [CHG/835.502(a)] include the controls specified in

Articles 334.3. Inaddition asurvey shall [HNF] be made prior to
thefirst entry into aVery High Radiation Areaafter the source has
been secured or shielded to verify the very high radiation field has
been terminated.”

Appendix 3B.2 (modified)

In addition to the above requirements, additional measures shall
[835.502(c)] be implemented to ensure individual s are not ableto
gain unauthorized or inadvertent accessto Very High Radiation
Areaswhen doserates arein excess of the posting requirements of
Table 2-3.

TFRCM Glossary: Very High Radiation Area:

“Means any area, accessibletoindividuals, in which radiation
levels could result in an individual receiving an absorbed dosein
excess of 500 rads (5 grays) in one hour at 1 meter from a
radiation source or from any surface that the radiation penetrates.”

CHG does not routinely manage any
facilitiesidentified within the scope of
§835.502(c). Should facilitiesbe
identified within this scope the
requirements of § 835.502(c) will be
followed

63 Sec. 835.502(d)

No control(s) shall be established in ahigh or very high radiation area

that would prevent rapid evacuation of personnel.

Appendix 3B.3 (excer pt)

“No control(s) shall [835.502(d)] be establishedinaHigh or Very
High Radiation Areathat would prevent rapid evacuation of
personnel.”

CHG accepts § 835.502(d) aswritten.
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Subpart G Posting and Labeling

64 Sec. 835.601(a)
General requirements

Except as otherwise provided in this subpart, postings and labels
required by this subpart shall include the standard radiation warning
trefoil in black or magentaimposed upon ayellow background.

Article 231.2 (excer pt)

“Signsshall [835.601(a)] contain the standard radiation symbol
colored magentaor black on ayellow background.”

Article 231.13 (excer pt and modified)

“The posting requirementsin 10 CFR 835 may be modified to
reflect the special considerations of DOE activities conducted at
private residences or businesses. Such modifications shall
[835.601(c)] provide the samelevel of protectiontoindividualsas
the existing provisionsin 10 CFR 835.”

Article 412.3 (excer pt and modified)

“Labelsshall [835.601(a)] include the standard radiation warning
trefoil in black or magentaimposed upon ayellow background.
Radioactive material 1abels applied to sealed radioactive sources
may be excepted from these color specifications.”

Article 412.6 (excer pt and modified)

“The labeling requirements of 10 CFR 835 may be modified to
reflect the special considerations of DOE activities conducted at
private residences or businesses.”

65 Sec. 835.601(b)

Signsrequired by this subpart shall be clearly and conspicuously
posted and may include radiological protection instructions.

Article 231.3 (excer pt)

“Signsshall [835.601(b)] be conspicuously posted, clearly
worded, and, where appropriate, may include radiological control
instructions.”

66 Sec. 835.601(c)

The posting and labeling requirementsin this subpart may be
modified to reflect the special considerations of DOE activities
conducted at private residences or businesses. Such modifications
shall providethe samelevel of protection to individuals asthe
existing provisionsin this subpart.

Article 231.13 (excer pt & modified)

“The posting requirementsin 10 CFR 835 may be modified to
reflect the special considerations of DOE activities conducted at
private residences or businesses.”

Article 412.6 (excer pt and modified)

The labeling requirements of 10 CFR 835 may be modified to
reflect the special considerations of DOE activities conducted at
private residences or businesses.

Article 371.10 (excer pt and modified)

CHG does not anticipate conducting
radiological activitiesat private
businesses or residences. Should
circumstances occur wherethiswould
be required, the requirements of

§ 835.601(c) will be followed.
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“For the following specific subject areas, the radiol ogical
reguirements of 10 CFR 835 may be modified by the limited
application of the provisionsof Article 113.3.10. Postings of
privately owned and adjacent property.”

Article 231.13 (excer pt and modified)

“Such modifications shall [835.601(c)] provide the same level of
protection to individuals as the existing provisionsin
10 CFR 835.”

Article 412.6 (excer pt and modified)

“The labeling requirements of 10 CFR 835 may be modified to
reflect the special considerations of DOE activities conducted at
private residences or businesses.”

67 Sec. 835.602(a)
Controlled areas.

Each access point to acontrolled area (as defined in Sec. 835.2) shall
be posted, whenever radiological areas or radioactive material areas
existinthearea. Individualswho enter only controlled areas without
entering radiological areas or radioactive material areas are not
expected to receive atotal effective dose equivalent of morethan

0.1 rem (0.001 sievert) inayear.

Article 232.1 (excer pt)

“Each access point to acontrolled areashall [835.602(a)] be
posted whenever radiological areas or radioactive material areas
existinthearea.”

Article 232.1 (excer pt)

“Individualswho enter only controlled areas without entering
radiological areas or radioactive material areas are not expected to
receive atotal effective dose equivalent of morethan 0.1 remina
year.”

Article 551 (excer pt & modified)

“Monitoring of individual s and areas shall [835.401(a)] be
performedto:

a. Demonstrate compliance with the requirements of
10 CFR 835"

68 Sec. 835.602(b)

Signsused for this purpose may be selected by the contractor to avoid
conflict with local security requirements.

Article 232.2 (excer pt)

“The contractor may sel ect the type of sign used to avoid conflict
with local security requirements.”
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69 Sec. 835.603
Radiological areas and radioactive material areas

Each access point to radiological areas and radioactive material areas
(asdefined at Sec. 835.2) shall be posted with conspicuous signs
bearing thewording provided inthissection.

(a) Radiation area. Thewords " Caution, Radiation Area’ shall be
posted at each radiation area

(b) High radiation area. The words " Caution, High Radiation Area”
or “Danger, High Radiation Area” shall be posted at each high
radiation area.

(c) Very high radiation area. Thewords*“ Grave Danger, Very High
Radiation Area’ shall be posted at each very high radiation area.

(d) Airborne radioactivity area. Thewords*“ Caution, Airborne
Radioactivity Area’ or “ Danger Airborne Radioactivity Area”
shall be posted at each airborne radioactivity area.

(e) Contamination area. The words “ Caution, Contamination Area’
shall be posted at each contamination area.

(f) High contamination area. The words “Caution High
Contamination Area’ or “Danger, High Contamination Area” shall
be posted at each high contamination area.

(9) Radioactive material area. The words “Caution, Radioactive
Material(s)” shall be posted at each radioactive material area.

Article 234.1 (excer pt)

“Areas shall [835.601 & 835.603] be posted to alert personnel to
the presence of external radiation in accordance with Table 2-3.”

Article 234.7 (excer pt)

“Dose received in an hour may be used asthe criterion for
posting.”

Table 2-3 (excerpt)

Criteriafor Posting Radiation Areas

“Radiation Area: Dose Rate Criteria-

> 0.005 rem/hr and< 0.1 rem/hr at

30 cm: Posting—“CAUTION, RADIATION AREA™.”
TFRCM Glossary (excer pt):

Radiation area: “Means any area, accessibletoindividuals, in
which radiation levels could result in an individual receiving a
deep dose equivalent in excess of 0.005 rem (0.05 mSv) in one
hour at 30 centimeters from the radiation source or from any
surface that the radiation penetrates.”

Article 234.1 (excerpt)

“Areas shall [835.601 & 835.603] be posted to alert personnel to
the presence of external radiation in accordance with Table 2-3.”

Article 234.7 (excerpt & modified)

“Dosereceived in an hour may be used asthe criterion for posting;
theunit “rad” is associated with dose rates that pose an immediate
danger.”

Table 2-3 (excerpt)
Criteriafor Posting Radiation Areas
“High Radiation Area: Dose Rate Criteria-

> 0.1 rem/hr at 30 cmand < 500 rad/hr at 100 cm: Posting —
“DANGER, HIGH RADIATION AREA”.”

TFRCM Glossary (excer pt):
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High radiation area: “Means any area, accessibleto individuals, in
which radiation levels could result in an individual receiving a
deep dose equivalent in excess of 0.1 rem (0.001 Sv) in 1 hour at
30 centimeters from the radiation source or from any surface that
theradiation penetrates.”

Article 234.1 (excer pt)

“Areas shall [835.601 & 835.603] be posted to alert personnel to
the presence of external radiation in accordance with Table 2-3.”

Article 234.7 (excer pt)

“Dosereceived in an hour may be used asthe criterion for posting;
the unit “rad” isassociated with dose rates that pose an immediate
danger.”

Table 2-3 (excerpt)
Criteriafor Posting Radiation Areas

“Very High Radiation Areas: Dose Rate Criteria—> 500 rad/hr at
100 cm: Posting —“GRAVE DANGER, VERY HIGH
RADIATION AREA™.”

TFRCM Glossary (excerpt):

Very high radiation area: “Meansany area, accessibleto
individuals, in which radiation levels could result in an individual
receiving an absorbed dosein excess of 500 rads (5 grays) in one
hour at 1 meter from aradiation source or from any surface that
theradiation penetrates.”

Article 235.1 (excer pt)

“Areas shall [835.603(d-f)] be posted to alert personnel to
contamination in accordance with Table 2-4.”

Article 223.2 (excer pt)

“Any area, accessibleto individuals, where: 1) the concentration
of airborneradioactivity, above natural background, exceedsor is
likely to exceed the derived air concentration (DAC) valueslisted
in appendix A or appendix C of 10 CFR 835; or 2) anindividual
present in the areawithout respiratory protection could receive an
intake exceeding 12 DAC-hoursin aweek shall [835.2] be posted
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asan Airborne Radioactivity Area.”

Table 2-4 (excerpt)

Criteriafor Posting Contamination, High Contamination
and Airborne Radioactivity Areas

“Airborne Radioactivity: Criteria— Concentrations 1 DAC or
12 DA C-hours/week: Posting —“CAUTION, AIRBORNE
RADIOACTIVITY AREA™.”

TFRCM Glossary (excerpt and modified):

Airborneradioactivity area: “Any area, accessible to individuals,
where:

1) The concentration of airborne radioactivity, above natural
background, exceeds or islikely to exceed the derived air
concentration (DAC) valueslisted in appendix A or appendix C of
10 CFR 835; or

2) Anindividua present in the area without respiratory protection
could receive an intake exceeding 12 DAC-hoursin aweek.”

Article 222.1 (excer pt)

“ Any areain which contamination levels exceed the values
specified in Table 2-2 shall [835.1102(b)] becontrolledina
manner commensurate with the physical and chemical
characteristics of the contaminant, the radionuclides present, and
the fixed and removabl e surface contamination levels.”

Article 235.1 (excer pt)

“Areas shall [835.603(d-f)] be posted to alert personnel to
contamination in accordance with Table 2-4.”

Table 2-4 (excerpt)

“Criteriafor Posting Contamination, High Contamination and
Airborne Radioactivity Areas

Contamination: Criteria— Contamination levels (dpm/100 cm?)
> 1 time but <100 times Table 2-2 values:

Posting—“CAUTION, CONTAMINATION AREA".
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TFRCM Glossary (excer pt):

Contamination area: “Means any area, accessible to individuals,
where removable surface contamination levels exceed or arelikely
to exceed the removabl e surface contamination values specified in
Table 2-2 of the TFRCM, but do not exceed 100 times those
values.”

Article 235.1 (excer pt)

“Areas shall [835.603(d-f)] be posted to alert personnel to
contamination in accordance with Table 2-4.”

Table 2-4 (excerpt)

Criteriafor Posting Contamination, High Contamination and
Airborne Radioactivity Areas

“High Contamination: Criteria— Removable contamination levels
(dpm/100 cr?) > 100 times Table 2-2 values:

Posting —“DANGER, HIGH CONTAMINATION AREA”.
TFRCM Glossary (excer pt):
High contamination area

“Means any areaaccessible to individuals, where removable
surface contamination levelsexceed or arelikely to exceed

100 times the removabl e surface contamination val ues specified in
Chapter 2, Table 2-2

Article 236.1 (excerpt)

“Thewords “ Caution, Radioactive Material(s)” shall [835.603(g)]
be posted at each radioactive material area.”

TFRCM Glossary (excerpt):

Radioactive Material Area: “Meansany areawithin acontrolled
area, accessibletoindividuals, in which itemsor containers of
radioactive material exist and the total activity of radioactive
material exceedsthe applicable values provided in Appendix 4A
of theTFRCM.”
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70 Sec. 835.604(a)

Exceptionsto posting requirements

Areas may be excepted from the posting requirements of § 835.603
for periods of less than 8 continuous hours when placed under
continuous observation and control of anindividual knowledgeable
of, and empowered to implement, required access and exposure
control measures.

Article 231.14 (M odified)

“Areas may be excepted from the posting requirements of
10 CFR 835 for periods of lessthan 8 continuous hours when
placed under continuous observation and.”

Article 231.14 (M odified)

“Control of anindividual knowledgeable of, and empowered to
implement, required access and exposure control measures.”

71 Sec. 835.604(b)

Areas may be excepted from the radioactive material areaposting
reguirements of § 835.603(g) when:

(1) Posted in accordance with § 835.603(a) through (f); or

(2) Eachitem or container of radioactive material islabeledin
accordance with this subpart such that individual s entering
the areaare made aware of the hazard; or

(3) Theradioactive material of concern consists solely of
structures or installed components which have been
activated (i.e., such asby being exposed to neutron

radiation or particles produced in an accel erator).

Article 236.3 (excer pt)

“Areas may be excepted from the radioactive material area posting
when:

a. Postedasaradiological area; or”

b. Eachitem or container of radioactive material islabeled in
accordance with the TFRCM such that individual s entering
the areaare made aware of the hazard; or”

c. Theradioactive material of concern consists solely of
structures or installed components which have been activated
(i.e., such asbeing exposed to neutron radiation or particles
produced by an accelerator).”

72 Sec. 835.604(c)

Areas containing only packages received from radioactive material
transportation labeled and in non-degraded condition need not be
posted in accordance with § 835.603 until the packages are monitored
in accordance with § 835.405.

Article 231.16 (excer pt)

“ Areas containing only packages received from radioactive
material transportation labeled and in non-degraded condition
need not be posted in accordance with Articles 234, 235, and 236
until the packages are monitored in accordance with Articles 423.”
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73 Sec. 835.605
Labeling itemsand containers

Except as provided in § 835.606, each item or container of
radioactive material shall bear adurable, clearly visiblelabel bearing
the standard radiation warning trefoil and the words “Caution,
Radioactive Material” or “Danger, Radioactive Material”. Thelabel
shall also provide sufficient information to permit individual s
handling, using, or working in the vicinity of theitemsor containers,
totake precautionsto avoid or control exposures.

Article 412.1 (excer pt)

“Except asprovidedin Articles 411.2 and 412.2, each item or
container of radioactive material shall [835.605] bear adurable,
clearly visible label bearing the standard radiation warning trefoil
and the words “ Caution, Radioactive Material” or “Danger,
RadioactiveMaterial .”

Article 412.1 (excer pt)

“Thelabel shall [835.605] also provide sufficient information to
permit individuals handling, using, or workingin thevicinity of
theitemsor containersto take precautionsto avoid or control
exposures.”

This requirement is met through
criteriaestablished in the CHG posting
and labeling program.

74 Sec.835.606(a)
Exceptions to labeling requirements

Items and containers may be excepted from the radioactive material
labeling requirements of § 835.605 when:

(1) Used, handled, or stored in areas posted and controlled in
accordance with this subpart and sufficient informationiis
provided to permit individual sto take precautionsto avoid or
control exposures; or

(2) Thequantity of radioactive material islessthan onetenth of the
values specified in appendix E of this part; or

(3) Packaged, labeled, and marked in accordance with the
regulations of the Department of Transportation or DOE Orders
governing radioactive material transportation; or

(4) Inaccessible, or accessibleonly toindividual s authorized to
handle or use them, or to work in the vicinity; or

(5) Installed in manufacturing, process, or other equipment, such as
reactor components, piping, and tanks; or

(6) Theradioactive material consists solely of nuclear weapons or
their components.

Article 411.2

“Except for sealed and unseal ed sources, radioactive material
located within Contamination, High Contamination or Airborne
Radioactivity Areas does not require specific labeling, provided
sufficient information is provided to permit individual sto take
precautionsto avoid or control exposures.”

Article 412.2 (M odified)

“Items and containers may be excepted from the radioactive
material labeling requirements of Article 412.1 when:”

a. Thequantity of radioactive material islessthan one-tenth of
the values specified in appendix 4A; or”

b. Packaged, labeled, and marked in accordance with the
regul ations of the Department of Transportation or DOE
Ordersgoverning radioactive material transportation; or”

c. Inaccessible, or accessibleonly to individual s authorized to
handle or usethem, or towork in thevicinity; or”

d. Installed in manufacturing, process, or other equipment, such
as reactor components, piping, and tanks, or”

e. Theradioactive material consists solely of nuclear weapons
or their components.”

This requirement is met through
criteriaestablished in the CHG posting
and labeling program.

CHG does not anticipate possessing
radioactive material consisting solely
of nuclear weapons or their
components. Should circumstances
occur where thiswould berequired,
the requirements of § 835.606(a)(6)
will be followed.
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75 Sec. 835.606(b)

Radioactive material |abels applied to sealed radioactive sources may
be excepted from the color specifications of § 835.601(a).

Article 412.3 (excer pt)

“Radioactive material labels applied to sealed radioactive sources
may be excepted from these color specifications.”

Subpart H Records

76 Sec. 835.701(a)
General provisions.

Records shall be maintained to document compliance with this part
and with radiation protection programs required by Sec. 835.101.

Article 711 (excer pt)

“Radiological control records shall [835.701(a)] be maintained as
necessary to document compliance with the requirements of

10 CFR 835 and with radiation protection programs required by
§835.101."

Article 712.2

“Where radiological services (for example, dosimetry and
|aboratory analyses) are purchased, there should beaclear
agreement regarding records responsibility during performance of
the service. Records of results should reside in the custody of the
originating contract organization.”

Article 722.1(excer pt)

“Records shall [835.702(a)] be maintained to document doses
received by all individuals for whom monitoring was required by
Articles 511 and 521 and to document doses received during
planned special exposures, unplanned doses exceeding the
monitoring thresholds of Articles 511 and 521, and authorized
emergency exposures.”

Article 731.2 (excer pt)

“Records of doses, including zero dose, received by all members
of the public for whom monitoring was performed shall
[835.702(a)] be maintained. Theserecordsshall [835.702(c)(1)]
be sufficient to evaluate compliance with al applicable dose limits
and monitoring and reporting requirements.”

Multiplerequired datamay be
contained in asingledatarecord to
allow for management of data,
records, and reports.

CHG will maintain records required
by this part in accordance with
Occupational Radiation Protection
Record -Keeping and Reporting Guide
DOE G 441.1-11 dated 20 May 1999.

77 Sec. 835.701(b)

Unless otherwise specified in this subpart, records shall be retained
until final disposition isauthorized by DOE.

Article 774.1 (excer pt and modified)

“Unless otherwise specified in 10 CFR 835, records shall
[835.701(b)] beretained until final disposition isauthorized by
DOE. All individual monitoring records required by Articles 721,
722, and 731.2, shall [835.702(h)] be transferred to DOE upon
cessation of activitiesthat could cause exposureto individuals.”
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78 Sec. 835.702(a)
Individual monitoring records.

Records shall be maintained to document dosesreceived by all
individualsfor whom monitoring was required pursuant to

Sec. 835.402 and to document doses received during planned special
exposures, unplanned doses exceeding the monitoring threshol ds of
Sec. 835 .402, and authorized emergency exposures.

Article 722.1 (excer pt)

“Records shall [835.702(a)] be maintained to document doses
received by all individuals for whom monitoring was required by
Articles 511 and 521 and to document doses received during
planned special exposures, unplanned doses exceeding the
monitoring thresholds of Articles 511 and 521, and authorized
emergency exposures.”

Article 722.3 (excer pt)

“Routine and special recordsrelated to radiation doses shall
[835.702(a-b)] be retained for each person monitored. Procedures,
data, and supporting information necessary for future verification
or reassessment of the recorded doses shall [835.702(g);
835.704(€)] berecorded.”

Article 722.12 (excer pt)

“ Authorized emergency exposures and planned special exposures
shall [835.1301(b)] be accounted for separately, but maintained
with the individual’ s occupational exposure records.”

Article 723.1 (excerpt)

“The complete records of radiological incidents and occurrences
involving personnel dose shall [835.1301(b)] beretained.”

Article 731.2 (excer pt)

“Records of doses, including zero dose, received by all members
of the public for whom monitoring was performed shall
[835.702(a)] be maintained. These records shall [835.702(c)(1)]
be sufficient to eval uate compliance with al applicable dose limits
and monitoring and reporting regquirements.”

Appendix 2A (modified and excer pted)

“Emergency doses arein addition to and accounted for separately
from the doses received under the limitsin Table 2-1.”
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79

Sec. 835.702(b)

The results of individual external and internal dose monitoring that is
performed, but not required by Sec. 835.402, shall be recorded.
Recording of non-uniform shallow dose equivalent to the skinisnot
required if the doseislessthan 2 percent of the limit specified for the
skin at Sec. 835.202(3)(4).

Article 722.1 (excer pt)

“Records shall [835.702(a)] be maintained to document doses
received by all individuals for whom monitoring was required by
Articles 511 and 521 and to document doses received during
planned special exposures, unplanned doses exceeding the
monitoring thresholds of Articles 511 and 521, and authorized
emergency exposures. Theresults of individual external and
internal dose monitoring that is performed, but not required by
Articles 511 and 521, shall [835.702(b)] be recorded.”

Article 722.3 (excer pt)

“Routine and special recordsrelated to radiation doses shall
[835.702(a-b)] beretained for each person monitored. Procedures,
data, and supporting information necessary for future verification
or reassessment of the recorded doses shall [835.702(g);
835.704(€)] berecorded.”

Article 722.13 (excer pt)

“Recording of the non-uniform shallow dose equivalent to theskin
isnot required if the dose isless than 2 percent of the limit
specified for theskin at Table 2-1.”

Article 731.2 (excer pt)

“Records of doses, including zero dose, received by all members
of the public for whom monitoring was performed shall
[835.702(a)] be maintained.”

Table 2-1 (excerpt)

“Type of exposure— General Employee: skin and extremities:
50 rem”

80

Sec. 835.702(c)

Therecordsrequired by thissection shall:

@
@

©)

Be sufficient to evaluate compliance with subpart C of thispart;

Be sufficient to provide doseinformation necessary to complete
reportsrequired by subpart | of thispart;

Include the following quantities for external dose received
during the year:

Article 711 (excer pt and modified)

“Radiological control records shall [835.701(a)] be maintained as
necessary to document compliance with the requirements of
10 CFR 835 subpart C.”

Article 722.2 (excer pt)

“Individual monitoring records required by Article 722 shall
[835.702(c)]: a. Besufficient to evaluate compliance with

HNF-5183 TFRCM, Table 2-1lists
Typesof Exposure and their
associated exposure limits for CHG
radiological activities.

CHG defines ‘reportable dose’ as
those dose records as described in
“Occupational Radiation Protection
Record -Keeping and Reporting Guide,
DOE G441.1-11 of May 1999,
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4

©)

(6)

(i) Theeffective doseequivalent from external sources of
radiation (deep dose equivalent may be used as effective
dose equivalent for external exposure);

(ii) Thelensof the eye dose equivalent;
(iii) Theshallow dose equivalent to the skin; and
(iv) Theshallow dose equivalent to the extremities.

Include the following information for internal dose resulting
from intakes received during the year:

(i) Committed effectivedoseequivalent;

(ii) Committed dose equivalent to any organ or tissue of
concern; and

(iii) ldentity of radionuclides.

Includethefollowing quantitiesfor the summation of the
external and internal dose:

(i) Total effectivedose equivaentin ayear;

(ii) For any organ or tissue assigned an internal dose during the
year, the sum of the deep dose equivalent from external
exposures and the committed dose equivalent to that organ
or tissue; and

(iii) Cumulativetotal effective dose equivalent

Includethe dose equivalent to the embryo/fetus of adeclared
pregnant worker.

Articles 213, 214, and 215.”
Article 722.1 (excerpt)

“Documentation of all occupational doses received during the
current year, except for dosesresulting from planned special
exposures conducted in compliance with Article 213.3 and
emergency exposures authorized in accordancewith Article 213.4,
shall [835.702(d)] be obtained to demonstrate compliance with
doselimitsin Table 2-1."

Article 722.2 (excerpt and modified)

“Individual monitoring records required by Article 722 shall
[835.702(c)]: b. Besufficient to provide dose information
necessary to completereportsrequired by Article 781."

Article 722.3 (excer pt)

“Routine and special recordsrelated to radiation doses shall
[835.702(a-b)] be retained for each person monitored. Procedures,
data, and supporting information necessary for future verification
or reassessment of the recorded doses shall [835.702(g);
835.704(€)] berecorded.”

Article 722.6

“Records of the summation of external dose and committed dose
equivalent to any organ receiving areportable dose shall
[835.702(c)(5)] be maintained for the individual receiving such
dose.”

Article 722.7 (excer pt)

“Include the following quantities for the summation of the external
and internal dose:

a. Total effective dose equivalentinayear;

b. For any organ or tissue assigned an internal dose during the
year, the sum of the deep dose equivalent from external exposures
and the committed dose equivalent to that organ or tissue; and

c. Cumulativetotal effective dose equivalent.”
Article 722.8 (excer pt)
“The dose equival ent to the embryo/fetus of adeclared pregnant

Section 4.1.

TFRCM, Table 2-1 lists Types of
exposure and associated exposure
limitsfor CHG radiological activities.
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worker shall [835.702(c)(6)] be maintained with the occupational
exposure records for that worker.”

Article 722.9 (excer pt)

“Recordsof lifetime occupational dose, including cumulativetotal
effectivedose equivalent since January 1, 1989, shall
[835.702(c)(5)] be maintained with the individual’ s occupational
exposure records.”

Article 722.12

“ Authorized emergency exposures and planned special exposures
shall [835.1301(b)] be accounted for separately, but maintained
with the individual’ s occupational exposure records.”

Article 723.1

“The complete records of radiological incidents and occurrences
involving personnel dose shall [835.1301(b)] beretained.”

Article 731.2

“Records of dosesincluding zero dose received by all members of
the public for whom monitoring was performed shall [835.702(a)]
be maintained. Theserecords shall [835.702(c)(1)] be sufficient to
evaluate compliance with all applicable dose limitsand

monitoring and reporting requirements.”

Article 722.4 (excer pt)
“External dose records shall [835.702(b)] include the following:

a. Applicable extremity, skin, eye and whole body dose results
measured with personnel dosimeters, including all multiple
dosimeter badging results and area monitoring records

b. Evaluations resulting from anomal ous dose results such as
unexpected high or low doses.

d. Evaluations of nonuniform radiation doses.
e. Quantitiesfor external dose received during the year:

Theeffective dose equival ent from external sources of
radiation (deep dose equivalent may be used as effective dose
equivalent for external exposure)”
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Article 512.4 (excer pt)

“Personnel exposuresto the lens of the eye shall [835.702(c)(3)]
be reported separately when monitored.”

Article 722.4.e (excer pt)

“External dose records shall [835.702(b)] include the following:
Quantitiesfor external dose received during theyear:

(5) Thelensof theeyedose equivalent.”
Article 512.4 (excer pt)

“Personnel exposuresto the skin shall [835.702(c)(3)] be reported
separately when monitored.”

Article 722.4.e (excerpt)

“External dose records shall [835.702(b)] include the following:
Quantitiesfor external dose received during theyear:

(6) Theshallow doseequivalent to the skin”
Article 512.4 (excer pt)

“Personnel exposuresto the extremities shall [835.702(c)(3)] be
reported separately when monitored.”

Article 722.4.e (excerpt)

“External dose records shall [835.702(b)] include the following:
Quantitiesfor external dose received during theyear:

(7) Theshallow doseequivalent to the extremities.”
Chapter 2, Part 1 (excerpt)

“The committed effective dose equivalent is used to assign
internal dose received by personnel at DOE facilities. The
committed effective dose equivalent is the resulting dose
committed to the whole body from internally deposited
radionuclides over a50-year period after intake.”

Table 2-1 Note 1

“Internal doseto thewholebody shall [835.203(a)] be calculated
as committed effective dose equivalent. The committed effective
dose equivalent isthe resulting dose committed to the whol e body
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from internally deposited radionuclides over a 50-year period after
intake. Determinations of the effective dose equivalent shall
[835.203(b)] be made using the weighting factor val ues provided
inAppendix 2B.”

Appendix 2B

Weighting Factorsfor Organs and Tissues

Article 722.5 (excer pt)

“Internal dose records shall [835.702(b)] include the following:

a. Results of monitoring used to determine individual
occupational dosefrom internal sources shall [835.703(b)] be
documented and maintai ned.

b. Applicable wholebody and lung counting results (including
chest wall thickness measurements where applicable).

c. Applicableurine, fecal and specimen analysisresults, including
estimated intake and identity of radionuclides.

e. Information for internal dose resulting from intakes received
during the year:

(8) Committed effectivedoseequivalent.”
Table 2-1 Note 2:

“Theannual limit of exposureto “any organ or tissue” isbased on
the committed dose to that organ or tissue resulting from internally
deposited radionuclides over a50-year period after intake plusany
deep dose equivalent to that organ during theyear.”

Article 722.5 (excer pt)
“Internal dose records shall [835.702(b)] include the following:

a. Results of monitoring used to determine individual
occupational dosefrom internal sources shall [835.703(b)] be
documented and maintained.

b. Applicablewholebody and lung counting results (including
chest wall thickness measurements where applicable).

c. Applicableurine, fecal and specimen analysisresults, including
estimated intake and identity of radionuclides.
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e. Information for internal dose resulting from intakes received
during the year:

* Committed dose equivalent to any organ or tissue of
concern.”

Article 722.6 (excer pt)

“Records of the summation of external dose and committed dose
equivalent to any organ receiving areportabl e dose shall
[835.702(c)(5)] be maintained for the individual receiving such
dose.”

Article 523.1-6 (excerpt)

“Interpretations of bioassay results and subsequent dose
assessments should include the following:

1. Characteristics of the radionuclide, such as chemical and
physical form.”

Article 722.5.c (excerpt)
“Internal dose records shall [835.702(b)] include the following:

c. Applicableurine, fecal and specimen analysisresults, including
estimated intake and identity of radionuclides.

e. Information for internal dose resulting from intakes received
during the year:

(9) Identity of radionuclides.”
Article 722.7.a(excerpt)

“Include the following quantities for the summation of the external
and internal dose:

a. Total effectivedose equivalent inayear;”
Table 2-1: Note 2

“Theannual limit of exposureto “any organ or tissue” isbased on
the committed dose to that organ or tissue resulting from internally
deposited radionuclides over a50-year period after intake plusany
deep dose equivalent to that organ duringtheyear.”

Article 722.6 (excer pt)
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“Records of the summation of external dose and committed dose
equivalent to any organ receiving areportabl e dose shall
[835.702(c)(5)] be maintained for the individual receiving such
dose.”

Article 722.7.b (excer pt)

“Include the following quantities for the summation of the external
and internal dose:

b. Forany organ or tissue assigned an internal dose during the
year, the sum of the deep dose equivalent from external
exposures and the committed dose equivalent to that organ or
tissue.”

Article 212.2

“Cumulativetotal effective dose equivalent shall
[835.702(c)(5)(iii)] be recorded for all exposures received since
January 1, 1989.”

Article 722.7.c (excerpt)

“7. Include the following quantities for the summation of the
external and internal dose:

c. Cumulativetotal effective dose equivalent.”
Article 722.9 (excer pt)

“Records of lifetime occupational dose, including cumulativetotal
effective dose equivalent since January 1, 1989, shall
[835.702(c)(5)] be maintained with the individual’ s occupational
exposure records.”

Table 2-1

Summary of Dose Limits

“Declared Pregnant Worker: Embryo/Fetus.”
Article 722.8 (excer pt)

“The dose equivalent to the embryo/fetus of adeclared pregnant
worker shall [835.702(c)(6)] be maintained with the occupational
exposure records for that worker.”

Page A-45
21 November 2000




BNFL-TWP-SER-003, Rev 5A

Radiation Protection Program for Design and Construction

Preliminary

Requirement# 10 CFR 835 Citation

Policy and Commitment Basis

Tank FarmsRadiological Control Manual, HNF-5183, Rev0

Other Implementing Provisions

81 Sec. 835.702(d)

Documentation of all occupational dosesreceived during the current
year, except for doses resulting from planned special exposures
conducted in compliance with § 835.204 and emergency exposures
authorized in accordance with § 835.1302(d), shall be obtained to
demonstrate compliance with Sec. 835.202(a). If complete records
documenting previous occupational dose during theyear cannot be
obtained, awritten estimate signed by the individual may be accepted
to demonstrate compliance.

Article 213.1 (excer pt)

“All occupational dosesreceived during the current year, except
doses resulting from planned special exposures conducted in
compliance with Article 213.3 and emergency exposures
authorized in accordance with Article 213.4, shall [835.202(b)] be
included when demonstrating compliancewith Table 2-1,
occupational dose limitsfor general employees and minors.”

Article 722.1 (excer pt and modified)

“Documentation of all occupational doses received during the
current year, except for doses resulting from planned special
exposures conducted in compliance with Article 213.3 and
emergency exposuresauthorizedin accordancewith Article 213.4,
shall [835.702(d)] be obtained to demonstrate compliance with
doselimitsin Table 2-1, for general employees. If complete
records documenting previous occupational dose during theyear
cannot be obtained, awritten estimate signed by theindividual
may be accepted to demonstrate compliance[835.702(d)].”

Article 213.2.c (excerpt and modified)

“Radiologica workers from other facilities may receive
occupational exposure as aradiological worker if they:

c¢. Providetheir radiation dose records for previousyears and
written estimates, signed by theindividual, for the current year.”

Article 722.1 (excer pt)

“1f complete records documenting previous occupational dose
during theyear cannot be obtained, awritten estimate signed by
the individual may be accepted to demonstrate compliance
[835.702(d)].”

82 Sec. 835.702(e)

For radiological workers whose occupational doseis monitored in
accordance with 8 835.402, reasonabl e efforts shall be made to obtain
completerecords of prior years occupational internal and external
doses.

Article 213.2.c

“Radiological workers from other DOE or DOE contractor
facilities may receive occupational exposure as aradiological
worker if they:

c¢. Providetheir radiation dose records for previousyears and
written estimates, signed by theindividual, for the current year.”

Article 721.1 (excer pt)

“Reasonabl e efforts shall be made”
means at least 3 attemptsto obtain
exposure information as recommended
by Occupational Protection

Record -K eeping and Reporting Guide,
DOE G 441.1-11, Section 4.1.1.4 of
May 1999.
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“For radiol ogical workers whose occupational dose is monitored
in accordance with Articles 511 and 521, reasonable efforts shall
[835.702(e)] be made to obtain complete records of prior years
occupational internal and external doses.”

83 Sec. 835.702(f)

Therecords specified in this section that areidentified with aspecific

individual shall bereadily availableto that individual.

Article 781.4 (excer pt)

“Therecords specified in Articles 721 and 722 that are identified
with aspecificindividual shall [835.702(f)] be readily availableto
that individual.”

Article 722.2 (excer pt and modified)

“Radiation dose records shall [835.702(c)] contain information
sufficient to identify each person, including social security,
employee number, or other uniqueidentification number.”

84 Sec. 835.702(g)

Datanecessary to allow future verification or reassessment of the
recorded doses shall be recorded.

Article 722.3

“Routine and special records related to radiation doses shall
[835.702(a-b)] be retained for each person monitored. Procedures,
data, and supporting information necessary for future verification
or reassessment of the recorded doses shall [835.702(g);
835.704(€)] berecorded.”

85 Sec. 835.702(h)

All recordsrequired by this section shall betransferred to the DOE
upon cessation of activitiesat the site that could cause exposureto
individuals.

Article 774.1 (excerpt)

“All individual monitoring records required by Articles 721, 722,
and 731.2, shall [835.702(h)] betransferred to DOE upon
cessation of activitiesthat could cause exposuretoindividuals.”

86 Sec. 835.703(a)
The following information shall be documented and maintained:

Results of monitoring for radiation and radioactive materia as
required by subparts E and L of this part, except for monitoring
required by Sec. 835.1102(d).

Article 751.1 (excerpt)

Results of monitoring for radiation and radioactive material as
required by Articles 421 and 423, and Chapter 5, Part 5, shall
[835.703(a) be documented and maintained.

Article 752.1 (excer pt)

“In addition to the elementsprovided in Article 751, records of
radiation surveysshall [835.401(a); 835.703] include, at a
minimum, the following information:

a. Instrument model and serial number

b. Results of the measurements of areadose rates’
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Article 753.1 (excer pt)

“In addition to the elementsprovided in Article 751, records of
airborneradioactivity shall [835.401(a); 835.703] include, at a
minimum, the following information:

a. Model and serial numbers of the sampler and |aboratory
counting instrument when available or unique identifier of each
sampler and instrument.

b. Location of fixed air samplers
c. Location of portable air samplersused for asurvey

d. Air concentrationsin general airborne areas and breathing
zones

e. Supporting parameters, including collection efficiency, flow
rate, duration of sampling, correction factors and filter medium.”

Article 754.1 (excer pt)

“In addition to the elementsrequired by Article 751, records of
contamination surveys shall [835.401(a); 835.703] include, at a
minimum, the following information:

a. Model and serial number of counting equipment.

b. Contamination levels (using appropriate units) and appropriate
supporting parameters including counting efficiency, counting
time, correction factors, type of radiation and whether the
contamination was fixed or removable.

c. Location of areasfound to contain hot particlesor high
concentrations of localized contamination

d. Follow-up survey resultsfor decontamination processes
cross-referenced to the original survey.”

87 Sec. 835.703(b)

Results of monitoring used to determineindividual occupational
dose from external and internal sources,

Article 712.1

“i. AreaMonitoring Dosimetry Results (used for dose
reconstruction).”

Article 722.4
“External dose records shall [835.702(b)] include the following:
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a. Results of monitoring used to determine individual
occupational dose from external sources shall [835.703(b)] be
documented and maintained. Applicable extremity, skin, eyeand
whole body dose results measured with personnel dosimeters,
including all multiple dosimeter badging resultsand area
monitoring records

b. Evaluations resulting from anomal ous dose results such as
unexpected high or low doses

¢. Dosereconstructionsfrom lost or damaged dosimeters, or for
unbadged workers

d. Evaluations of nonuniform radiation doses.”
Article 722.5 (excer pt)
“Internal dose records shall [835.702(b)] include the following:

a. Results of monitoring used to determine individual
occupational dosefrom internal sources shall [835.703(b)] be
documented and maintained.

b. Applicable wholebody and lung counting results (including
chest wall thickness measurements where applicable)

c. Applicableurine, fecal and specimen analysisresults, including
estimated intake and identity of radionuclides

d. Dose assessment, asrequired.”

Article 752.1.b (excerpt and modified)

“Records of radiation surveys should include:

b. Results of the measurements of areadose rates.”
Article 753.1.d & e(excerpt)

“Records of airborne radioactivity should include:

d. Air concentrationsin general airborne areas and breathing
zones

e. Supporting parameters, including collection efficiency, flow
rate, duration of sampling, correction factors and filter medium.”
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88 Sec. 835.703(c)

Results of monitoring for the release and control of material and
equipment asrequired by Sec. 835.1101; and

Article 421.5

“Theresults of monitoring for the release and control of material
and equipment shall [835.703(c)] be documented and maintained.”

89 Sec. 835.703(d)

Results of maintenance and calibration performed on instruments and

equipment asrequired by Sec. 835.401(b).

Article 564.1.d (excerpt and modified)
“Calibration facilities should take the following actions:

d. Generaterecords of calibration, functional testsand
maintenance.”

Article 761.1, 2, 3, 4 (Lismodified, 2 isan excer pt)

1. “Resultsof calibrations performed on instruments and
equipment used for monitoring individuals, materials, and areas as
required by 10 CFR 835 shall [835.703(d)] be documented and
maintained and should include frequencies, method, dates,
personnel, training and traceability of calibration sourcesto
National Institute of Science and Technology or other acceptable
standards.

2. Calibration records should be maintained for the following
equipment:

a. Portablesurvey instruments
b. Bioassay measurement equipment

c. Laboratory, counting room and fixed radiation measuring
equipment

d. Processand effluent monitors and sampling equipment

e. Radiation areamonitors

—h

Portal monitors and other personnel contamination monitors

Pocket and el ectronic dosimeters

s @

Air sampling equipment

Tool and waste monitoring equipment

j.  Protective clothing and equipment monitors

k. Dosimetry Processing Instrumentation

|.  Other devices used in radiation detection or measurement, as
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applicable.

3. Documentation of instrument operational checks shall
[835.703(d)] be maintained for aperiod not lessthan the
calibration period of theinstrument or equipment

4. Maintenance histories, including the nature of any defectsand
corrective actions taken, and calibration resultsfor each
instrument or equipment shall [835.703(d)] be created and
retained.”

Article 762 (excerpt)

“Records of additional tests and checks of instrumentation or
equipment used i n conjunction with asuspected overexposure,
guestionableindication or unusual occurrence should beretained.
In addition, records of special instrument calibrations and
maodifications made in accordance with Article 562.6 shall
[835.703(d)] beretained.”

90 Sec. 835.704(a)
Administrative records.

Training records shall be maintained, as necessary, to demonstrate
compliance with Sec. 835.901.

Article 612.3 (excer pt)

“Documentation of previoustraining should includethe
individual’ sname, date of training, topics covered, and name of
thecertifying official.”

Article 725.1, 3, 4, 5, 6 (3-6 areexcer pts, 725.3.eismodified)

1. “Recordsof training and qualification in radiological control
shall [835.704(a)] be maintained to demonstrate that a person
received appropriate information to perform the work assignment
in asafe manner. Qualification standard records shall
[835.704(a)] beretained for on-the-job and practical factor
training aswell as for formal classroom training.

3. Personnel training records shall [835.704(a)] be controlled and
retained. At aminimum, these records shall [DOE 5480.20A,
Ch. 1, Section 15 (@)] include the following:

a Coursetitle
b. Attendance sheetswith instructor’ sname
c. Employee’' s name, identification number, and signature

d. Dateof training
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e. ldentification of the examination or examination form,
including sufficient datato identify which test each person
completed

f. Verification document or record confirming satisfaction of the
training requirement

g. Documentation related to exceptions for training requirements
and extensions of qualification

h. Quizzes, tests, responses and acknowledgements of training,
with the date and signature of the person trained

i. Specia instructionsto individuals concerning prenatal radiation
dose, acknowledged by theindividual’ s signature.”

4. Recordsshall [835.704(a)] be retained for the following types
of radiation safety training.

General employeeradiological training
Radiologica worker training

Periodic retraining

Training of radiological control technicians
Members of the public training

“Recordsshall [835.704(a)] be retained for the following types of
radiation safety training:

* Instructor training

* Training of other radiological control personnel

* Respiratory protection training

* Qualificationsfor special testsor operations

« Training of emergency response personnel

* Training of RGD operators.

* Onsitetraining of radiographers

5. Thefollowing instructional material should be maintained:

a. Course name, with revision and approval date
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b. Instructor’s manuals, course content, or lesson plans containing
topical outlines.

¢. Video and audio instructional materialsincluding the dates and
lessonsfor which they were used.

d. Handouts or other materials retained with the master copy of
thecourse

e. Job-specific training documents, such asinstrument use,
radiological procedures, Radiological Work Permit special
training requirements, pre-job briefings and mock-up training.

6. Documentation of training and qualification received at another
DOE location need not be duplicated.”

o1 Sec. 835.704(b)

Actionstaken to maintain occupational exposuresaslow as
reasonably achievable, including the actions required for this purpose
by Sec. 835.101, aswell asfacility design and control actions
required by Secs. 835.1001, 835.1002, and 835.1003, shall be
documented.

Article 742 (excer pt)

“Actions taken to maintain occupational exposures aslow as
reasonably achievable, including actions required for this purpose
in the radiation protection program (RPP), aswell asfacility
design and control actionsrequired by Articles 128 and 311, shall
[835.704(b)] bedocumented.”

“Actions taken to maintain...”
means the seven essential
elements of an occupational
ALARA program, as specified in
the Implementation Guide,
“Occupational ALARA Program
Guide”, DOE G441.1-2, Rev.1,
March 17, 1999.

92 Sec. 835.704(c)

Records shall be maintained to document the results of internal audits
and other reviews of program content and implementation.

Article 743 (excer pt)

“Records shall [835.704(c)] be maintained to document the results
of internal audits and other reviews of radiation protection
program content and implementation.”

93 Sec. 835.704(d)

Written declarations of pregnancy, including the estimated date of
conception and revocations of declarations of pregnancy, shall be
maintained.

Article 215 (modified)

“ After afemaleworker voluntarily notifies her employerin
writing that sheis pregnant, for the purposes of fetal/embryo dose
protection, sheisconsidered adeclared pregnant worker. This
declaration may berevoked, inwriting, at any time by the declared
pregnant worker.”

Article 723.3 (excer pt)

“Written declarations of pregnancy, including the estimated date
of conception, and revocations of declarations of pregnancy shall
[835.704(d)] be maintained.”
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%4 Sec. 835.704(€)

Changesin equipment, techniques, and procedures used for
monitoring shall be documented.

Article 751.2

“Changesin equipment, techniques, and procedures used for
monitoring shall [835.704(e)] be documented.”

Note: For the purposes of this RPP,
documented changes are limited to
those changes to sampling and
monitoring systemsdirectly related to
occupational radiation protection (for
example, areamonitoring and air
sampling) and not process monitoring.

95 Sec. 835.704(f)

Records shall be maintained as necessary to demonstrate compliance

with the requirements of §8 835.1201 and 835.1202 for sealed
radioactive source control, inventory, and source | eak tests.

Article 755.1 (excer pt)

“Records shall [835.704(f)] be maintained as necessary to
demonstrate compliance with the requirements of Article 431 for
seal ed radioactive source control, inventory, and source leak
tests.”

Article 755.2

“In addition to the elements provided in Article 751, records of
seal ed radioactive source leak tests shall [835.704(e); 835.1202]
include, at a minimum, the following information:

a. Model and serial number of counting equipment

b. Contamination levels (using appropriate units) and
appropriate supporting parametersincluding counting
efficiency, counting time, correction factors, and type of
radiation

c. Correctiveactionsfor leaking sources.”

Article 755.3

“Records of seal ed radioactive sourceinventories shall
[835.704(f); 835.1202] include, at a minimum, the following
information:

a. Thephysical location of each accountable sealed radioactive
source

b. Verification of the presence and adequacy of associated
postings and labels

c. Verification of the adequacy of storagelocations, containers,
and devices.”
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Subpart | Reportsto Individuals

9% Sec. 835.801(a)
Reportsto individuals.

Radiation exposure data for individual s monitored in accordance with
Sec. 835.402 shall be reported as specified in thissection. The
information shall include the datarequired under Sec. 835.702(c).
Each notification and report shall bein writing and include: the DOE
site or facility name, the name of theindividual, and theindividual’s
social security number, employee number, or other unique
identification number.

Article 781.1 (excer pt) CHG implements the requirements of
section § 835.801 through the CHG
dosimetry program and through
subcontracted services.

“Radiation exposure data for individuals monitored in accordance
with Articles 511 and 521 shall [835.801(a)] bereported as
specified in thissection.”

Article 781.1 (excer pt and modified)

“Theinformation shall [835.801(a)] include the data required
under Article 722.2, 722.4.e, 722.5.e, 722.7 and 722.8.”

Article 781.1 (modified and excer pted)

“Each notification and report shall [835.801(a)] bein writing and
include: the DOE site or facility name, the name of theindividual,
and theindividual’ ssocial security number, employee number, or
other uniqueidentification number.”

97 Sec. 835.801(b)

Upon the request from an individual terminating employment,
records of exposure shall be provided to that individual assoon asthe
dataare available, but not later than 90 days after termination. A
written estimate of the radiation dose received by that employee
based on availableinformation shall be provided at the time of
termination, if requested.

Article 781.2 (excer pt)

“Upon the request from an individual terminating employment,
records of exposure shall [835.801(b)] be provided to that
individual as soon asthe dataare available, but not |ater than
90 days after termination.”

Article 732 (excerpt)

“Thetermination dose report shall [10 CFR 835.801(b)] be
provided to the requesting individual assoon asdataare available,
but not later than 90 days after termination. A written estimate of
theradiation dose received by theindividual based on available
information shall [10 CFR 835.801(b)] be provided at the time of
termination, if requested.”

Article 781.2 (excerpt and modified)

“A written estimate, based upon availableinformation, shall be
provided upon termination, if requested.”
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98 Sec. 835.801(c)

Each DOE- or DOE-contractor-operated site or facility shall, onan
annual basis, provide aradiation dose report to each individual
monitored during the year at that site or facility in accordance with
Sec. 835.402.

Article 781.3

“Each DOE- or DOE-contractor-operated site or facility shall
[835.801(c)], on an annual basis, provide aradiation dose report to
each individual monitored during the year at that site or facility in
accordancewith Articles 511 and 521.”

99 Sec. 835.801(d)

Detailed information concerning any individual’ s exposure shall be
made availableto theindividual upon request of that individual,
consistent with the provisions of the Privacy Act (5 USC 552a).

Article 781.4 (excer pt)

“Detailed information concerning any individual’ s exposure shall
[835.801(d)] be made availableto the individual upon request of
that individual, consistent with the provisions of the Privacy Act
(5 USC 552q).”

100 Sec. 835.801(e)

When a DOE contractor is required to report to the Department,
pursuant to Departmental requirements for occurrence reporting and
processing, any exposure of an individual to radiation and/or
radioactive material, or planned special exposurein accordance with
Sec. 835.204(e), the contractor shall also provide that individual with
areport on hisor her exposure dataincluded therein. Such report
shall betransmitted at atime not later than the transmittal to the
Department.

Article 781.5 (excer pt)

“When a DOE contractor isrequired to report to the Department,
pursuant to Department requirements for occurrence reporting and
processing, any exposure of anindividual to radiation and/or
radioactive material, or planned special exposurein accordance
with Article 213.3, the contractor shall [835.801(€e)] also provide
that individual with areport on hisor her exposure dataincluded
therein.”

Article 781.5 (excer pt)

“Such report shall [835.801(e)] be transmitted at atime not later
than the transmittal to the Department.”

“Departmental requirements’ means
DOE Order DOE O 232.1-1A,
21 July 1997.

Subpart J Radiation Safety Training

101 Sec. 835.901(a)
Radiation safety training

Eachindividual shall complete radiation safety training on thetopics
established at § 835.901(c) commensurate with the hazards in the
areaand therequired controls:

@

Before being permitted unescorted accessto controlled
areas; and

@

Before receiving occupational dose during accessto
controlled areas at aDOE site or facility.

Article 613.3 (Modified)
“Genera Employee Radiological Training:

Each individual shall [835.901(a)] complete radiation safety
training on the topics established in Article 613.1 commensurate
with the hazardsin the areaand the required controls:

a. Beforebeing permitted unescorted accessto controlled areas;
and

b. Beforereceiving occupational dose during accessto controlled
areasat aDOE siteor facility.”

CHG implements the requirements of
§ 835.901 through the WTP training
program and through subcontracted
services.

Note: General Employee Radiological
Training (GERT) isused to satisfy this
10 CFR 835 requirement.

Clarification: Radiological Worker
Training satisfies the requirementsfor
GERT.
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Article 622.1 (excer pt) CHG will apply the graded approach
“Membersof the public shall (835.901(2) receive raciation safety | el on Protacs o Progrim,
training prior to being permitted unescorted accessto : ;
Radiologically Controlled Areas. Thistraining shall [835.901(c)] Rraceeﬁ:gfp;ﬂrcg ;‘;‘:;C;' gggj ;rﬁ?c)
addresstheradiation safety training topicsin Article 613.1tothe graded approach appliesto ’
extent appropriate for the degree of exposure to radiological requirements 101 through 103
hazardsthat may be encountered.” ’

102 Sec. 835.901(b) Article 613.4 Clarification: CHG appliesatwo tier

Eachindividual shall demonstrate knowledge of the radiation safety
training topics established at § 835.901(c), commensurate with the
hazardsinthe areaand required controls, by successful completion of
an examination and performance demonstrations:

@

Before being permitted unescorted accessto radiol ogical
areas; and

@

Before performing unescorted assignments as aradiol ogical
worker.

“Eachindividual shall demonstrate knowledge of the radiation
safety training topicsestablishedin Article 613.1, commensurate
with the hazardsin the areaand required controls, by successful
compl etion of an examination and performance demonstrations:

a. Beforebeing permitted unescorted accessto radiological areas;
and

b. Before performing unescorted assignments as a radiol ogical
worker.”

training approach to individual or
position training. Common skillsand
knowledge are provided at asite-wide
level and additional training is
provided at thefacility level to address
facility or processspecific skillsor
knowledge attributes.

103 Sec. 835.901(c)

Radiation safety training shall include the following topics, to the
extent appropriate to each individual’ s prior training, work
assignments, and degree of exposureto potential radiological
hazards:

@

Risks of exposureto radiation and radioactive materials,
including prenatal radiation exposure;

@

Basic radiological fundamentals and radiation protection
concepts;

(3) Physical design features, administrative controls, limits,
policies, procedures, alarms, and other measures
implemented at the facility to manage doses and maintain
doses ALARA, including both routine and emergency

actions;

(4) Individual rightsand responsibilities asrelated to

implementation of thefacility radiation protection program;

(5) Individual responsibilitiesfor implementing ALARA

measures required by § 835.101; and

Article 613.1 (excer pt)

“Radiation safety training shall [835.901(c)] include the following
topics, to the extent appropriateto each individual’ sprior training,
work assignments, and degree of exposureto potential radiological
hazards:

a. Risksof exposureto radiation and radioactive materials,
including prenatal radiation exposure;”

b. Basicradiological fundamentalsand radiation protection
concepts;”

c. Physical designfeatures, administrative controls, limits,
policies, procedures, alarms, and other measures
implemented at the facility to manage doses and maintain
dosesALARA, including both routine and emergency
actions;”

d. Individual rightsand responsihilities asrelated to
implementation of the facility radiation protection program;”

e. Individual responsibilitiesfor implementing ALARA
measures; and”
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(6) Individual exposure reports that may be requested in

accordance with § 835.801.

f.  Individual exposure reportsthat may be requested in
accordance with Article 712.4.”

104 Sec. 835.901(d)

When an escort isused in lieu of training in accordance with
paragraph (a) or (b) of this section, the escort shall:

(1) Havecompleted radiation safety training, examinations,
and performance demonstrations required for entry to the
areaand performance of thework; and

(2) Ensurethat all escorted individuals comply with the
documented radiation protection program.

Article 635 (excer pt)

“When an escort isused in lieu of training in accordance with
Article 613.12 and 613.13, the escort shall [835.901(d)]:

a. Havecompleted radiation safety training, examinations, and
performance demonstrationsrequired for entry to the area
and performance of thework; and”

b. Ensurethat all escorted individuals comply with the
documented radiation protection program.”

105 Sec. 835.901(e)

Radiation safety training shall be provided to individualswhen there
isasignificant changeto radiation protection policiesand procedures
that may affect theindividual and at intervals not to exceed

24 months. Such training provided for individual ssubject to the
reguirements of § 835.901(b)(1) and (b)(2) shall include successful
compl etion of an examination.

Article 613.3 (excer pt)

Changesto the program shall [835.901(e)] beincorporated asthey
areidentified and adecision madeif retraining prior to the
24 month period is needed.

Article 613.4 (excerpt)

“Radiation safety training shall [835.901(e)] be provided to
individuals when there is a significant change to radiation
protection policies and procedures that may affect theindividual .”

Article 613.4 (excerpt and modified)

“Radiation safety training shall be provided toindividuals at
intervals not to exceed 24 months.”

Article 613.4(excer pt)

“Such training provided for individual s subject to the requirements
of thisArticle shall [835.901(¢e)] include successful completion of
an examination.”

CHG will apply the graded approach
in the implementation of CHG
Radiation Protection Program
procedures for this functional area
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Subpart K Design and Control
106 Sec. 835.1001(a) Design and control. Article 311 (excer pt) The plans and measures for complying

M easures shall be taken to maintain radiation exposurein controlled
areasALARA through physical design featuresand administrative
control.

The primary methods used shall be physical design features (e.g.,
confinement, ventilation, remote handling, and shielding).

Administrative controls shall be employed only as supplemental
methodsto control radiation exposure.

“During routine operations, the combination of physical design
features and administrative control shall [835.1003(a-b)] provide
that: 1) the anticipated occupational doseto general employees
shall [835.1003(a)] not exceed the limits established in Table 2-1,
and 2) the ALARA processis utilized for personnel exposuresto
ionizing radiation.”

Article 311 (excerpt)

“The primary methods used to maintain exposures ALARA shall
[835.1001(a)] be physical design features (e.g., confinement,
ventilation, remote handling, and shielding).”

Article 311 (modified)

“Administrative controls shall [835.1001(a)] be employed only as
supplemental methodsto control radiation exposure.”

with 10 CFR 835 design and control
requirements are describedin
PL-W375-NS00005, RPP-WTP
ALARA Program.

107 Sec. 835.1001(b)

For specific activitieswhere use of physical design featuresis
demonstrated to beimpractical, administrative controls shall be used
to maintain radiation exposures ALARA.

Article 316.2

“The minimization and control of internal exposure as discussed in
Article 136 should be conducted in accordance with the following
hierarchy of controls:

2. For specific activitieswhere use of physical design featuresis
demonstrated to beimpractical, administrative controls shall
[835.1001(b)] be used to maintain radiation exposures ALARA.”

Sec. 835.1002 Fecility design and modifications

During the design of new facilities or modification of existing
facilities, the following objectives shall be adopted:

108 Sec. 835.1002(a)

Optimization methods shall be used to assure that occupational
exposureis maintained ALARA in developing and justifying facility
design and physical controls.

Article 128.1.a (excerpt)

“Optimization methods shall [835.1002(a)] be used to assurethat
occupational exposure is maintained ALARA in developing and
justifying facility design and physical controls.”
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109 Sec. 835.1002(b)

Thedesign objective for controlling personnel exposure from
external sources of radiation in areas of continuous occupational
occupancy (2000 hours per year) shall be to maintain exposure levels
below an average of 0.5 mrem (5 microsieverts) per hour and asfar
below thisaverage asis reasonably achievable. Thedesign
objectives for exposure rates for potential exposure to aradiological
worker where occupancy differsfrom the above shall be ALARA and
shall not exceed 20 percent of the applicable standardsin

Sec. 835.202.

Article 128.1.a (excer pt)

“ Optimization methods shall [835.1002(a)] be used to assurethat
occupational exposure is maintained ALARA in developing and
justifying facility design and physical controls.”

Article 128.1.b (excerpt)

“The design objective for controlling personnel exposure from
external sources of radiation in areas of continuous occupational
occupancy (2000 hours per year) shall [835.1002(b)] beto
maintain exposure levelsbelow an average of 0.5 mrem

(5 microsieverts) per hour and asfar below thisaverage asis
reasonably achievable.”

Article 128.2 (excer pt)

“Facilitiescurrently under construction should be evaluated and
the above criteriaapplied where practicable.”

Article 128.1b (excerpt)

“The design objective for controlling personnel exposure from
external sources of radiation in areas of continuous occupational
occupancy (2000 hours per year) shall [835.1002(b)] beto
maintain exposure levelsbelow an average of 0.5 mrem

(5 microsieverts) per hour and asfar below thisaverage asis
reasonably achievable. The design objectivesfor exposurerates
for potential exposureto aradiological worker where occupancy
differsfrom the above shall [835.1002(b)] be ALARA and shall
[835.1002(b)] not exceed 20 percent of the applicable standardsin
Table 2-1.
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110 Sec. 835.1002(c)

Regarding the control of airborne radioactive material, the design
objective shall be, under normal conditions, to avoid releasesto the
workplace atmosphere and in any situation, to control theinhalation
of such material by workersto levelsthat are ALARA; confinement
and ventilation shall normally be used.

Article 128.1.c

“Regarding the control of airborne radioactive material, the design
objective shall [835.1002(c)] be, under normal conditions, to avoid
releasesto the workplace atmosphere and in any situation, to
control theinhalation of such material by workersto levelsthat are
ALARA; confinement and ventilation shall [835.1002(c)]
normally beused.”

Article 128.1.c (excer pt)

“Regarding the control of airborne radioactive material, the design
objective shall [835.1002(c)] be, under normal conditions, to avoid
releases to the workplace atmosphere and in any situation, to
control theinhalation of such material by workersto levelsthat are
ALARA; confinement and ventilation shall [835.1002(c)]
normally beused.”

111 Sec. 835.1002(d)

The design or modification of afacility and the selection of materials
shall include featuresthat facilitate operations, maintenance,
decontamination, and decommissioning.

Article 128.1d (excer pt)

“The design or modification of afacility and the selection of
materials shall [835.1002(d)] include featuresthat facilitate
operations, maintenance, decontamination, and
decommissioning.”

Article 128.2

“Facilitiescurrently under construction should be evaluated and
the above criteriaapplied where practicable.”

112 Sec. 835.1003(a) Workplace controls

During routine operations, the combination of physical design
featuresand administrative controlsshall providethat:

(a) The anticipated occupational doseto general employees shall not
exceed the limits established at § 835.202; and

Article 213.1 (modified)

“Occupational doselimitsare providedin Table 2-1and shall
[835.202(a)] not be exceeded. All occupational exposure received
during the current year shall beincluded when demonstrating
compliance with Table 2-1 dose limits.”

Table 2-1 (excerpt)
Summary of DoseLimits

“General Worker: Whole Body TEDE (internal +
external):Annua Limit—5rem.”

Article 311 (modified and excer pted)

“The primary methods used to maintain (TEDE<or=5rem)ina
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year shall befacility and equipment design features. These
features may be augmented by administrative and procedural
requirements.”

113 Sec. 835.1003(b) Article 311 (excer pt)

(b) The ALARA processis utilized for personnel exposuresto
ionizing radiation

“ During routine operations, the combination of physical design
features and administrative control shall [835.1003(a-b)] provide
that: 2) the ALARA processisutilized for personnel exposuresto
ionizing radiation.”

Subpart L

Radioactive Contamination Control

114

Sec. 835.1101(a)

Control of material and equipment

(a) Except as provided in paragraphs (b) and (c) of this section,
material and equipment in contamination areas, high contamination
areas, and airborne radioactivity areas shall not bereleased to a
controlled areaif:

@

@

Removabl e surface contamination level s on accessible surfaces
exceed the removabl e surface contamination values specified in
appendix D of this part; or

Prior use suggeststhat the removabl e surface contamination
levelsoninaccessible surfaces are likely to exceed the

removabl e surface contamination values specified in appendix D
of thispart.

Article 421.1 (excerpt)

“Except asprovided in 421.2, material and equipment in
Contamination Areas, High Contamination Areas, and Airborne
Radioactivity Areasshall [835.1101(a)] not bereleased to a
controlled areaif:

a. Removable surface contamination levelson accessible
surfaces exceed the removabl e surface contamination values
specifiedin Table 2-2; or”

b. Prior usesuggeststhat the removable surface contamination
levelson inaccessible surfaces arelikely to exceed the
removabl e surface contamination values specified in
Table 2-2.”

115

Sec. 835.1101(b)

(b) Material and equipment exceeding the removabl e surface
contamination values specified in appendix D of this part may be
conditionally released for movement on-site from one radiological
areafor immediate placement in another radiological areaonly if
appropriate monitoring is performed and appropriate controlsfor the
movement are established and exercised.

Article 421.3 (excer pt)

“Material and equipment exceeding the removable surface
contamination values specified in Table 2-2 may be conditionally
released for movement on-site from one radiological areaor
radioactive material areafor immediate placement in another
radiological areaonly if appropriate monitoring is performed and
appropriate controls for the movement are established and
exercised.”

The[B1]criteriafor “appropriate
monitoring and control procedures’
means using CHG' s proceduresto
prevent the rel ease of contained
radioactive materials during routine
handling. Thisincludes monitoring
frequencies as specified under those
procedures.
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116 Sec. 835.1101(c)

(c) Material and equipment with fixed contamination levelsthat
exceed the total contamination values specified in appendix D of this
part may bereleased for usein controlled areas outside of
radiological areasonly under thefollowing conditions:

(1) Removable surface contamination levelsare below the
removabl e surface contamination values specified in appendix D
of thispart; and

(2) Thematerial or equipment isroutinely monitored and clearly
marked or |abel ed, to al ert personnel of the contaminated status.

Article 421.2 (excer pt)

“Material and equipment with fixed contamination levelsthat
exceed thetotal surface contamination values specifiedin

Table 2-2 may bereleased for usein controlled areas outsi de of
radiological areas only under the following conditions: (a)
Removabl e surface contamination levels are below the removable
surface contamination values specified in Table 2-2; and”

Article 421.2 (excerpted)

“Material and equipment with fixed contamination levelsthat
exceed thetotal surface contamination values specifiedin
Table 2-2 may bereleased for usein controlled areas outside of
radiol ogical areas only under thefollowing conditions:

b. Thematerial or equipment is routinely monitored and clearly
marked or labeled to alert personnel of the contaminated status.”

117

Control of areas

Sec. 835.1102(a)

Appropriate controlsshall be maintained and verified which prevent
theinadvertent transfer of removable contamination to locations
outside of radiological areas under normal operating conditions.

Article 335.4 (excerpt)

“Exit points from Contamination, High Contamination or
Airborne Radioactivity Areas should include the following:

a. Step-off pad located outside the exit point, contiguous with the
areaboundary

b. Step-off pads maintained free of radioactive contamination

d. Contamination monitoring equipment located as close to the
step-off pad as background radiation levels permit.”

Article 335.7 (excer pt)

“Toolsor equipment being removed from areas posted for surface
or airborneradioactivity control shall [835.1101(a)] be monitored
for releasein accordance with Article 421 or for retention in the
contaminated tool crib in accordance with Article 442.5.”

Article 337.4

“Thefollowing measures should be used to prevent the spread of
contamination across the boundary of Contamination Areas, High
Contamination Areas and Airborne Radioactivity Areas. Use
engineering controls and containment devices such asglovebags,
gloveboxesand tents.”

Establishment of “appropriate
controls’ to prevent inadvertent
transfer of removable radioactive
contamination to locations outside
radiological areasunder normal
operating conditionsis subject to a
graded approach that balancesthe
relevant factors such as environmental
and biological vectors. CHG will
maintai n acontamination control
program to monitor and control
radioactive contamination.

CHG implements the requirementsin
§ 835.1102 through the CHG
monitoring program and through the
posting elements of the CHG posting
and labeling program.
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Article 342.1

“Contamination levels caused by ongoing work shall [835.401(a)]
be monitored and maintained ALARA.”

Article 551.8

“Survey frequencies should be established based on potential
radiological conditions, probability of changein conditionsand
area occupancy factors.”

118 Sec. 835.1102(b)

Any areain which contamination levels exceed the values specified
in appendix D of this part shall be controlled in amanner
commensurate with the physical and chemical characteristics of the
contaminant, the radionuclides present, and the fixed and removable
surface contamination levels.

Article 222.1 (excer pt)

“Any areain which contamination levels exceed the values
specified in Table 2-2 shall [835.1102(b)] be controlledina
manner commensurate with the physical and chemical
characteristics of the contaminant, the radionuclides present, and
thefixed and removable surface contamination levels.”

This requirement appliesto those
areas of the Hanford Site that have
aready beenidentified. Intheevent
new areas are identified, measures
shall betaken to post the area
appropriately per 10 CFR 835.

119 Sec. 835.1102(c)

Areas accessible to individualswhere the measured total surface
contamination levels exceed, but the removable surface
contamination levels are less than, corresponding surface
contamination values specified in appendix D of thispart, shall be
controlled as follows when located outside of radiological areas:

(1) Theareashall beroutinely monitored to ensurethe
removabl e surface contamination level remains below the
removabl e surface contamination values specified in
appendix D of this part; and

(2) Theareashall be conspicuously marked to warnindividuals
of the contaminated status.

Article 222.3 (excer pt)

“ Areas accessibleto individual swhere the measured total surface
contamination levels exceed, but the removable surface
contamination levels are less than, corresponding surface
contamination values specifiedin Table 2-2, shall [835.1102(c)]
be controlled as follows when located outside Contamination
Areas, High Contamination Areas, and Airborne Radioactivity
Areas.”

Article 222.3 (excer pt)

“Theareashall [835.1102 (c)(1)] be routinely monitored to ensure
the removable surface contamination level remains below the
removabl e surface contamination values specified in Table 2-2.”

Article 222.3 (excerpt)

“Theareashall [835.1102 (c)(2)] be conspicuously marked to
warn individuals of the contamination status.”
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120 Sec. 835.1102(d)

Individual s exiting contamination, high contamination, or airborne
radioactivity areas shall be monitored, as appropriate, for the
presence of surface contamination.

Article 221.1 (modified and excer pted)

“Individuals exiting Contamination Areas, High Contamination
Areas, Airborne Radioactivity Areas shall [835.1102(d)] be
monitored, as appropriate, for the presence of surface
contamination asrequired by Article 338. Thisdoes not apply to
personnel exiting areas containing only radionuclides, such as
tritium, that cannot be detected using hand-held or automatic
frisking equipment. At such facilities, additional emphasis should
be placed on worker bioassay programs and routine contamination
and air sampling programs.”

Article 221.2 (excerpt)

“Monitoring for contamination shall [835.401(a)(1), &
835.1102(d)] be performed using frisking equipment that can
detect total contamination of at least the values specified in
Table 2-2.”

121 Sec. 835.1102 (e)

Protective clothing shall be required for entry to areasin which
removable contamination exists at |evels exceeding the removable
surface contamination val ues specified in appendix D of this part.

Article 325.1 (excer pt)

“Personnel shall [835.1102(e)] wear protective clothing during the
following activities:

a. Handling of contaminated materialswith removable
contamination in excess of Table 2-2 levels

b. Entry to areasin which removable contamination exists at
level s exceeding the removabl e surface contamination val ues
specifiedin Table 2-2.”

Article 335.1 (excer pt)

“Minimum requirements for unescorted entry into Contamination
Areasshall [835.1102(e) and 835.202(b)] also include the
following:

c. protective clothing, asrequired by the governing RWP.”
Article 335.2 (excer pt)

“Minimum requirements for entry into High Contamination or
Airborne Radioactivity Areas shall [HNF] include the following:

e. protective clothing, asrequired by the governing RWP.”
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Subpart M Sealed Radioactive Sour ce Control

122 Sec. 835.1201
Seal ed radioactive source control

Sealed radioactive sources shall be used, handled, and stored in a
manner commensurate with the hazards associated with operations
involving the sources.

Article 431 (excerpt) The requirements of § 835.1201 are

; ; impl h hthe CH
“ Seal ed radioactive sources shall [835.1201] be used, handled, and Icrgr?treér ented through the CHG source
. - . . program.
stored in amanner commensurate with the hazards associated with
the operationsinvolving the sources.”

123 Sec. 835.1202(a)

Each accountable sealed radioactive source shall beinventoried at
intervalsnot to exceed six months. Thisinventory shall:

(1) Establishthe physical location of each accountable sealed
radioactive source;

(2) Verify the presence and adequacy of associated postings
and labels; and

(3) Establishtheadequacy of storagelocations, containers, and
devices.

Article 431.3 (excer pt)

“Each accountabl e seal ed radioactive source shall [835.1202(a)]
beinventoried at intervals not to exceed six months. This
inventory shall [835.1202(a)]:”

Article 431.3.a

“Establish the physical |ocation of each accountable sealed
radioactive source.”

Article 431.3b

“Verify the presence and adequacy of associated postingsand
|abels, and”

Article 431.3.c

“Establish the adequacy of storagelocations, containers, and
devices.”

124 Sec. 835.1202(b)

Except for seal ed radioactive sources consisting solely of gaseous
radioactive material or tritium, each accountabl e sealed radioactive
source shall be subject to asource leak test upon receipt, when
damageis suspected, and at interval s not to exceed six months.
Sourceleak tests shall be capable of detecting radioactive material
leakage equal to or exceeding 0.005 microcurie.

Article 431.4 (excer pt)

“Except for seal ed radi oactive sources consisting solely of gaseous
radioactive material or tritium, each accountable sealed
radioactive source shall [835.1202(b)] be subject to asource leak
test upon receipt, when damage is suspected and at intervals not to
exceed six months.”

Article 431.4 (excer pt)

“Sourceleak tests shall [835.1202(b)] be capabl e of detecting
radioactive material leakage equal to or exceeding 0.005 pCi.”
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125 Sec. 835.1202(c)

Notwithstanding the requirements of paragraph (b) of thissection, an
accountabl e seal ed radioactive sourceis not subject to periodic
source leak testing if that source has been removed from service.
Such sources shall be stored in acontrolled location, subject to
periodic inventory as required by paragraph (a) of this section, and
subject to source leak testing prior to being returned to service.

Article 431.5 (excer pt)

“Notwithstanding the requirements of Article 431.4, an
accountabl e sealed radioactive sourceis not subject to periodic
source leak testing if that source has been removed from service.”

Article 431.5 (excer pt)

“Such sources shall [835.1202(c)] be stored in acontrolled
location and subject to periodic inventory in accordance with
Article 431.3 and subject to leak testing prior to being returned to
service.”

126 Sec. 835.1202(d)

Notwithstanding the requirements of paragraphs (a) and (b) of this
section, an accountabl e seal ed radioactive sourceis not subject to
periodic inventory and source leak testing if that sourceislocated in
an areathat isunsafe for human entry or otherwise inaccessible.

Article 431.6

“Notwithstanding the requirements of Articles 431.3and 431.4, an
accountabl e seal ed radioactive sourceis not subject to periodic
inventory and source leak testing if that sourceislocated in an
areathat isunsafe for human entry or otherwise inaccessible.”

127 Sec. 835.1202(€)

An accountabl e seal ed radioactive source found to be leaking
radioactive material shall be controlled in amanner that minimizes
the spread of radioactive contamination.

Article 431.7 (excerpt)

“ An accountabl e seal ed radioactive source found to be leaking
radioactive material shall [835.1202(¢)] be controlled in amanner
that minimizesthe spread of radioactive contamination. These
controls should include wrapping or containing the source,
applying appropriate |abels, and removing the source from service.
A minimum detection threshold of equal to or lessthan 0.005 nCi
will be used.”
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Subpart N Emergency Exposur e Situations

128 Sec. 835.1301(a)
General provisions

A general employee whose occupational dose has exceeded the
numerical value of any of thelimits specified in Sec. 835.202 asa
result of an authorized emergency exposure may be permitted to
return to work in radiological areas during the current year providing
that all of the following conditions are met:

(1) Approva isfirst obtained from the contractor management and
the Head of the responsible DOE field organization;

(2) Theindividual receives counseling from radiological protection
and medical personnel regarding the consequences of receiving
additional occupational exposureduring theyear; and

(3) Theaffected employee agreesto return to radiol ogical work.

Article 213.4 (excer pt)

“A general employeewhose occupational dose has exceeded the
numerical value of any of thelimitsin specifiedin Table 2-1asa
result of an authorized emergency exposure may be permitted to
return towork in radiological areas during the current year
providing that all of the following conditions are met:

» Approval isfirst obtained from the contractor management and
the Head of the responsible DOE field organization (DOE-ORP
Manager);”

Article 213.4 (excerpt)

“A general employeewhose occupational dose has exceeded the
numerical value of any of thelimitsin specifiedin Table 2-1asa
result of an authorized emergency exposure may be permitted to
return to work in radiological areas during the current year
providing that all of thefollowing conditions are met:

 Theindividual receives counseling from radiological protection
and medical personnel regarding the consequences of receiving
additional occupational exposure during theyear; and”

Article 213.4 (excer pt)

“A general employeewhose occupational dose has exceeded the
numerical value of any of thelimitsin specifiedin Table 2-1asa
result of an authorized emergency exposure may be permitted to
return towork in radiological areas during the current year
providing that all of the following conditions are met:

* The affected employee agreesto return to radiol ogical work.”

Inthe event the circumstances
outlined in § 835.1301(a) occurs, the
provisionsin § 835.1301 shall be
followed.

CHG implements requirement

§ 835.1301(a) through the emergency
preparedness program, and

admini strative documents.

129 Sec. 835.1301(b)

All doses exceeding the limits specified in Sec. 835.202 shall be
recorded in the affected individual’ s occupational dose record.

Article 722.12

“ Authorized emergency exposures and planned special exposures
shall [835.1301(b)] be accounted for separately, but maintained
with the individual’ s occupational exposure records.”

Article 723.1 (excer pt)

“The complete records of radiological incidents and occurrences
involving personnel dose shall [835.1301(b)] beretained.”
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Article 213.b (excer pt)
“All doses exceeding the limits specified in Table 2-1 shall
[835.1301(b)] be recorded in the affected individual’s
occupational dose record.”
130 Sec. 835.1301(c) Article 213.4 (excer pt)

When the conditions under which adose wasreceived in excess of
thelimits specified in Sec. 835.202, except those received in
accordance with Sec.835.204, have been eliminated, operating
management shall notify the Head of the responsible DOE field
organization.

“When the conditions under which adose was received in excess
of thelimits specified in Table 2-1, except thosereceived in
accordance with the planned special exposure provisionsin
Article 213.3, have been eliminated, operating management shall
[835.1301(c)] notify the Head of the responsible DOE field
organization.”

131 Sec. 835.1301(d)

Operations after adose wasreceived in excess of the limits specified
in Sec. 835.202, except those received in accordance with
Sec. 835.204 may be resumed only with the approval of DOE.

Article 345.4 (excer pt)

“Operations after adose wasreceived in excess of the limits
specified in Table 2-1, except those received in accordance with
Article 213.4, may be resumed only with the approval of DOE.”

132 Sec. 835.1302(a) Emergency exposure situations.

Therisk of injury to those individualsinvolved in rescue and
recovery operations shall be minimized.

Appendix 2A (excerpt)
“Guidelines for Control of Emergency Exposures”

“In extremely rare cases, emergency exposure to radiation may be
necessary to rescue personnel or to protect major property.
Emergency exposures may be authorized in accordance with the
provisionscontained in Article 213.4.”

Article 213.4.e (excerpt)

“Therisk of injury to those individualsinvolved in rescue and
recovery operations shall [835.1302(a)] be minimized.”

“Risk...shall be minimized” means, if
aternative actionsare availableto
meet emergency needs, then adopting
the action with the lowest assessed
risk of significant personnel injury
shall take precedence over property
lossconsiderations.

Clarification: Implementation of
guidelines will utilize professional
judgement within the confines of
approved emergency procedures.
Subsequent to an emergency, CHG
use of professional judgement will be
evaluated asapart of theevent as
discussed in “ Occupational Radiation
Protection Record -Keeping and
Reporting Guide,” DOE G441.1-11 of
May 1999, Section 4.1.2.1, 8th bullet.
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133 Sec. 835.1302(b)

Operating management shall weigh actual and potential risks against
the benefitsto be gained.

Article 213.4.e (excer pt)

“Emergency exposure limitsare not Planned Special Exposure
limits. Thefollowing apply to emergency situations:

Operating management shall [835.1302(b)] weigh actual and
potential risksagainst the benefitsto be gained.”

134 Sec. 835.1302(c)

No individual shall be required to perform arescue action that might
involve substantial personal risk.

Article 213.4.e (excerpt)

“Emergency exposure limitsare not Planned Special Exposure
limits. Thefollowing apply to emergency situations:

Noindividual shall [835.1302(c)] berequired to perform arescue
action that might involve substantial personal risk.”

135 Sec. 835.1302(d)

Each individual authorized to perform emergency actionslikely to
result in occupational doses exceeding the values of thelimits
provided at § 835.202(a) shall betrained in accordance with
§835.901(b) and briefed beforehand on the known or anticipated
hazards to which the individual will be subjected.

Appendix 2A (excerpt)

“Emergency exposures may be authorized in accordance with the
provisionscontained in Article 213.4.”

Article 656.7

“Provisions should bein place to accommodate rapid site and
radiological areaaccess by on-siteand off-siteemergency workers
such asfirefighters, medical personnel, and security personnel.

7. Eachindividual authorized to perform emergency actionslikely
to result in occupational doses exceeding the values of the limits
provided in Table 2-1 shall [835.1302(d)] betrained in accordance
with Article 613 and briefed beforehand on the known or
anticipated hazards to which theindividual will be subjected.”
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136 Sec. 835.1304(a) Nuclear accident dosimetry.

Installations possessing sufficient quantities of fissilematerial to

potentially constitute acritical mass, such that the excessive exposure

of individualsto radiation from anuclear accident is possible, shall
provide nuclear accident dosimetry for thoseindividuals.

Article 515.1 (excer pt)

“Installations possessing sufficient quantities of fissile material to
potentially constitute a critical mass, such that the excessive
exposure of individualsto radiation from anuclear accident is
possible, shall [835.1304(a)] provide nuclear accident dosimetry
for thoseindividuals.”

For the purpose of thisrequirement,
CHG defines“Critical Mass” asthe
smallest mass of fissionable material
that will support aself-sustaining
chain reaction under specified
conditions.

For the purpose of thisrequirement,
CHG defines“ Safe Mass” as that
mass of fissionable materialswhichis
subcritical for all conditionsto which
it could reasonably be expected to be
exposed, including processing,
handling, storing, and procedural
uncertainties.

CHG does not currently manage any
facilitiesidentified within the scope of
§835.1304. Should facilitiesbe
identified within this scope the
requirements of § 835.1304 will be
followed.

137 Sec. 835.1304(b)

Nuclear accident dosimetry shall include the following:

@

A method to conduct initial screening of individualsinvolvedin
anuclear accident to determine whether significant exposuresto
radiation occurred;

@
©)
4

M ethods and equipment for analysis of biological materials;
A system of fixed nuclear accident dosimeter units; and

Personal nuclear accident dosimeters.

Article 515.2 (excer pt)

“Nuclear accident dosimetry shall [835.1304(b)] include the
following:

a. A method to conduct initial screening of individualsinvolved
in anuclear accident to determine whether significant
exposuresto radiation occurred;”

b. Methodsand equipment for analysis of biological materials;”
c. A systemof fixed nuclear accident dosimeter units; and”

d. Personal nuclear accident dosimeters.”

CHG does not currently manage any
facilitiesidentified within the scope of
§835.1304. Should facilitiesbe
identified within this scope, the
requirements of § 835.1304 will be
followed.
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